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Symbol Unit Description 
𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 rad/s Rotational speed in the main shaft from measurement data. 
𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠 rad/s Rotational speed in the main shaft from Simpack. 
𝑇𝑇𝑚𝑚,𝑇𝑇𝑚𝑚, Tm Nm                             Mechanical torque in low-speed shaft. 
𝑇𝑇𝑚𝑚 ,𝑇𝑇𝑔𝑔, Te, Me Nm Electrical or generator torque.   𝑀𝑀𝑇𝑇𝑚𝑚𝑚𝑚𝑇𝑇𝑠𝑠𝑇𝑇𝑚𝑚                          kg                                Sum of masses of the nacelle and the tower.    𝐹𝐹𝑡𝑡                                    N                                 Thrust force in x-direction. 
  𝑐𝑐𝑇𝑇(𝜆𝜆,𝛽𝛽)                             -                                  Thrust coefficient. 
  𝑐𝑐𝑠𝑠(𝜆𝜆,𝛽𝛽)                             -                                  Power coefficient.     𝐻𝐻𝑇𝑇𝑚𝑚𝑚𝑚𝑚𝑚                               m                                 Tower height. 
  𝛽𝛽                                       °                                  Pitch angle.   𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 ,𝑢𝑢                              m/s                              Averaged wind speed.   𝑃𝑃𝑚𝑚                                   W                               Mechanical power in the low-speed shaft.   𝑐𝑐𝑞𝑞(𝜆𝜆,𝛽𝛽)                              -                                  Torque coefficient. 
  𝜌𝜌                                       kg/m^3                         Densitiy of the air. 
  𝐽𝐽                                        kgm^2                         High-speed shaft inertia. 






Abbreviation  Description 
WT(s)  Wind turbine(s) 
V52 Simpack-Model  V52-SM 
State-Space Model  SSM 
  Existing Simulated Controller                           ESC 
  New Simulated Controller                                 NSC 
  Multi-Body Simulation                                       MBS 
  MATLAB-SIMPACK Co-simulation                   MSC 
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Wind turbines (WTs) are complex and highly loaded systems, which leads to the importance of the 
task to determine the loads in the powertrain before operation. At CWD there are existing simulation 
models with a multi-body system approach, and simulated controllers which work parallel with them. 
In this case, a multibody SIMPACK-model is used to simulate the powertrain loads in the V52- 
testbench. Since the simulated controller for this model does not contain the operating strategy 
used in the real plant (V52-testbench), the thesis aims to design a new controller that reproduces this 
strategy. The existing simulated controller will be adapted to the real controller from the test bench. 
 
The experimental measurements taken in the V52-testbench will be used to run the co-simulation 
MATLAB-SIMPACK needed for the development and implementation of a new simulated controller. 
The controller will get the simulated rotational speed in the low-speed shaft from the V52-testbench 
SIMPACK-model as input, and will output the torque in the generator that the model needs to 
produce the desired output rotational speed. A comparison between the response of the V52- 
testbench SIMPACK-model with the existing simulated controller and the new simulated controller 
will be investigated. The response of the controller to different rotational speed-input signals will be 
also tested and improved by means of another controller operating at a higher control level. 
 
In order to determine if the method used to implement the new controller is transferable to the 
upcoming generator on the V52-testbench, the behavior of this new generator will be integrated in 
the V52-testbench SIMPACK-model by modifying the generator´s shaft moment of inertia in the 
model. A sensitivity analysis will be carried out in order to identify which parameters to change when 
adapting the controller to the new generator. 
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1. State of the art 
This chapter provides some information about the current state of the wind turbine industry in subsection 
1.1 and an overview of the most important control strategies used in the wind turbines in subsection 1.2. 
1.1 Introduction 
 
Wind turbines (WT) are becoming very relevant not only in the renewable energy industry, but also in the 
energy industry. There are currently about 539.581 globally installed MW, 52.573 of them in 2017 
[GWE17]. Figure 1.1 shows the rapid increasement of the global annual installed wind capacity since the 
year 2001 (6.5 MW) until the year 2017 (52.573 MW). Furthermore, the current installed wind capacity 











Figure 1.1:    Upward tendency of the installation of WTs in recent years 2001-2017, Source: [GWE17]. 
1.2 Control of wind turbines and new areas of research. 
In this subsection the most important control strategies will be explained (subsection 1.2.1), as well as 
the relatively new individual pitch control strategy, described in subsection 1.2.2. 
The controller plays an important role in a WT. Its influence determines the loads that appear on the 
components of the WT and the output generated electrical power [MMM02]. Therefore, the following 
regulation systems become relevant, as specified in [MMM02]: 
• Sensors: wind speed, generator torque, power/current in the stator, temperature and speed in 
the generator or main shaft. 
• Controllers: electrical and mechanical system and computers. 
• Power Amplifiers: e.g. switches, pumps. 
• Actuators: e.g. motors, magnets, coils, pistons. 
There are two important different levels of wind turbine control: supervisory control and dynamic control 
[MMM02]. The supervisory control follows a sequence of commands to release the brakes or close the 
switches [MMM02]. This controller produces long-term changes in the wind turbine [MMM02]. The 
dynamic control measures different parameters from the dynamic operation and receives signals from 
the supervisory control [MMM02]. It generates certain signals for the positioning actuator and drive 
systems. In contrast with the supervisory control, this controller produces high-speed adjustments in the 
wind turbine actuators and components [MMM02]. In this thesis, the new simulated controller will try to 




Chair for Wind Power Drives 
Univ.-Prof. Dr.-Ing. Georg Jacobs 
reproduce the supervisory and dynamic control, considering the global dynamic of the plant, and not the 
behavior of each component (e.g. brakes, switches and actuator). 
The main goals of the control system are to maintain a safe operation of the turbine, to maximize the 
energy production, as well as to minimize the loads in the machine components to increase their fatigue 
life [MMM02]. 
  
1.2.1. Control basics 
 
The aerodynamic torque can be regulated by means of the rotor tip speed ratio, rotor blade geometry, 
yaw and other additional parameters [MMM02]. 
To regulate this torque, there are various control strategies: 
• Fixed-speed turbines and variable speed turbines: 
 
First, there is a difference between fixed-speed and variable-speed turbines. 
Fixed-speed turbines keep a constant rotational speed for all wind speeds [Wik]. 
The generator torque can only be changed in these turbines by regulation of the 
aerodynamic torque (change of pitch or yaw angle) [MMM02]. In the second one, 
both aerodynamic torque and generator torque can be changed by means of the 
generator control system [MMM02]. This is possible thanks to a power converter, 
specifically a inverter, which operates with Pulse-Width-Modulation technology 
[MMM02]. This power converter turns the non-constant frequency in the stator 
(as seen in Equation 1.1), determined by the number of poles and the rotational 
speed of the generator shaft, into the grid frequency (50 Hz or 60 Hz) so that the 
generator can be coupled to the grid.  
The frequency of the generated power in a wind turbine is determined by 
[MMM02]: 
    
                                                                                                  𝒇𝒇 = 𝑵𝑵∙𝑷𝑷
𝟏𝟏𝟏𝟏𝟏𝟏
                                                                     Equation 1.1 
where N is the rotational speed and P is the number of magnetic poles. 
 
• Stall-regulated rotor (power limitation by flow separation) and pitch-regulated 
rotor:  
 
In the case of stall-controlled fixed-speed turbines, the blades are built up so that 
the power is regulated [MMM02]. Figure 1.2 shows the dependency of the 
coefficient of lift on the angle of attack. When the angle of attack reaches the stall 
angle, the coefficient of lift (which determines the rotor efficiency) decreases, and 
therefore the rotor efficiency decreases also [AE]. This effect will finally limit the 
output generated power [MMM02]. 
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Figure 1.2:    Dependence of the coefficient of lift on the angle of attack, Source: [AE]. 
 
Regarding pitch-regulated fixed-speed turbines, the power control provides some 
advantages in respect to stall-regulated turbines [REA15], because pitch control 
allows these turbines to have a constant power output above the rated wind 
speed, while stall-regulated turbines are not able to keep a constant power output 
at high winds [REA15], as shown  in Figure 1.3. 
 
 
Figure 1.3:    Power dependence on wind speed for pitch and stall-regulated turbines, Source: [REA15]. 
 
If we now consider stall-regulated variable-speed turbines, power electronics is 
used to control the generator torque  so that the turbine can operate at the 
optimum speed [MMM02]. If the generator torque is lower than the aerodynamic 
torque, the rotor will accelerate according to Equation 4.1 (the difference of both 
torques is positive and therefore the angular acceleration is positive as well) 
[MMM02]. 
Regarding pitch-regulated variable-speed turbines, it is possible to distinguish 
between active pitch-regulated turbines and passive pitch-regulated turbines 
[MMM02]. V52 turbine belongs to the first group.  
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1.2.2. New strategies for control of WTs 
 
The development of the pitch angle control strategies in the recent years has taken two different 
directions [Sel07]: limiting the aerodynamic torque in above rated wind speed conditions and 
optimizing the efficiency of the WT (maximum energy extracted from the wind) under rated wind 
speed conditions [Sel07]. 
Rotors have increasing diameters and because of that, asymmetrical loads appear [Sel07]. These 
loads reduce strongly the life of the WT [Sel07].  
            These asymmetric loads are caused by the following reasons [VES11]: 
                      -Uneven wind distribution in the rotor plane. 
                      -False yaw alignment. 














               Figure 1.4:    Individual pitch control, Source: [VES11]. 
 
Overall, the individual pitch system works as shown in Figure 1.4 [VES11]: loads are calculated 
at the root of the blade by means of an estimator of a yawing moment and tilt torque [VES11]. 
The reference magnitudes for both are compared with the calculated yaw moment and tilt moment 
and adjusted to reference with two controllers [VES11]. Then, the Cylic-pitch-actuator block sets 
the 3 pitch systems (for each blade) to perform the cyclic pitch operation around the average pitch 
set-point [VES11]. The pitch angle for each blade A, B, C is a function of the azimuth angle and 
it moves sinusoidally. The three pitch angle waves are shifted 120º with each other [VES11]. Their 
amplitude is usually ± 2º, and ± 5º in some extreme cases [VES11]. 




Chair for Wind Power Drives 
Univ.-Prof. Dr.-Ing. Georg Jacobs 
2. Description and model of the V52-wind turbine 
 
The following chapter attempts to give an overview of the systems that integrate the V52 turbine of the 
test rig, since that will be important for the understanding of the existing controller and the development 
of the new one. Information from the available V52-documentation will be summarized and analyzed. In 
subsection 2.1 the general operation of the turbine will be explained, and in subsection 2.2 the 
mathematical model of the main components of the turbine will be investigated. Subsection 2.3 describes 
the V52-Simpack model (V52-SM) and how will the co-simulation run. 
2.1   Description of the turbine 
 
This subsection aims to give an overview of the most important components of the V52 turbine as well 
as to provide with some useful information about its control strategy (subsection 2.1.1) and operation 

















Figure 2.1:    Overview of the most relevant components, Source: [VESA3]. 
There are approximately 2100 VESTAS-52 (V52) turbines in the world [VESTCurve].  
Figure 2.1 shows the most relevant components of the V52-turbine. The usual operation of the turbine 
works as follows (the following information is extracted from [LCK11]): wind speed is detected by the 
ultrasonic wind sensor as shown in Figure 2.1-mark 1. With this measurement, the controller calculates 
the correct pitch angle for the blades (12). After that, the rotor starts to rotate, as well as the low speed 
shaft (8). The gearbox (7) converts the speed of the rotor shaft into higher speed in the generator high-
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speed shaft. In the generator (4), mechanical loads are converted into electrical torque through 
electromagnetic conversion. 
The power generated depends on the wind speed as shown in Figure 2.2. If the wind speed is low (less 
than 4 m/s (cut-on wind speed), the turbine will not generate any power [VESChar; VESTCurve]. That 
keeps the power constant above the rated wind speed and bellow the shutdown speed (25 m/s), since it 





















Figure 2.2:    Stationary-state power for different conditions of noise, Source: [VESA3]. 
The characteristics of this turbine are shown in Figure 2.3 and the most important ones are (the following 
information is extracted from Figure 2.3 in [VES]): 
• The power control is controlled by the Pitch/OptiSpeed strategy. This control 
strategy will be explained in detail later.  
• The nominal wind speed is v=16 m/s and the generator is asynchronous (it includes 
OptiSpeed control). 
• The nacelle has different heights, respectively from 40 m to 65 m.  
• The whole system weighs from 71 tons to 109 tons, depending on the nacelle´s 
height. 
• V52 generates 850 KW of rated power and is a pitch-regulated variable-speed 
turbine [VEST] .  
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2.1.1 Control strategy. 
The main controller generates two signals, the reference for the pitch angle and the reference for the 
electrical power [VES11]. The pitch regulator and the power controller adjust the pitch angle and power 
generated according to the measured reference value [VES11]. The main controller contains most of the 
control loops and algorithms for the monitoring of the system. It has four specific tasks, described in 
[VES11]: 
• Maximize the output power of the WT. 
• Limit the mechanical loads occurring on the drive train. 
• Limit acoustic noise. 

























Figure 2.3:    Characteristics of the V52-turbine, Source: [VES]. 
 
 
The main controller has the structure shown in Figure 2.4 [VES11] :  
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Figure 2.4:    Overview of the main controller structure, Source: [VES11]. 
 
OptiSpeed and OptiTip strategies mentioned in Figure 2.4 are relevant components of the main 
controller and calculate the optimal pitch angle (OptiTip) and rotational speed (OptiSpeed) both 
dependent on wind speed measurements and current noise emission specifications [VES11]. The 
Optimal Set point (optimal pitch and speed) is therefore calculated, with the objective of reaching 
maximum power efficiency [VES11]. 
The blocks on the right in Figure 2.4 are responsible for the adjustment of the turbine to Pitch Optimal 
Set point and the adjustment of the generated power to the grid requirements [VES11]. 
If the wind speed exceeds a certain level, the pitch angle increases above Pitch Optimal Set point 
[VES11]. When this happens, the required power equals the rated power and the wind speed is called 
rated wind speed [VES11]. Then Switch Logic switches the Partial Load Controller on to ensure maximum 
power efficiency [VES11]. The Partial Load Controller calculates only the power reference, which means 
that the pitch angle does not change [VES11]. 
However, wind speed may increase above rated wind speed [VES11]. In this case, Switch Logic switches 
the Full Load Controller on to limit power to nominal power and also its corresponding loads [VES11]. 
The Full Load Controller calculates only the pitch reference, which means that the output power does not 
change [VES11]. 
In the main controller, there is also a Thrust Limiter (shear force limiter), with which a different pitch angle 
is calculated according to the estimated thrust force [VES11]. The maximum required pitch angle between 
Pitch Optimal Set point and Thrust Limiter is selected and inputted into the Full Load Controller, as well 
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2.1.2. Partial load and Full load operation in the V52 system. 
 
Specifying for the V52-turbine, the wind turbine never generates any power under wind speed less than 
3 m/s [VES11]. Taking v as wind speed, if v <= v1 (v1=4 m/s), the rotor speed is minimal. In the case that 
v1<v<= v2 (v2=8m/s), OptiSpeed is activated but not OptiTip, since the pitch angle is kept almost constant 
[VES11]. Operation over v2 leads the rotor speed through the nominal rotor speed [VES11]. 
Referring to the case that v>v2, the power output equals the required power, Full Load operation is 
activated, and pitch control adjusts the Pitch Optimal Set point [VES11]. Nevertheless, it is possible for 

















Figure 2.5:    Output electrical power for different wind speeds, Source: [VES11]. 
 
Figure 2.6:    Rotational speed in the high-speed shaft for different wind speeds, Source: [VES11]. 
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2.2   Description of the components and their mathematical modelling. 
 
A description of the main components of the V52-turbine (each subsection describes a component) will 
be done in this chapter, with a special focus on the mathematical model of each component and its 
possible use in the understanding of the existing simulated controller (ESC) and the implementation of 
the new one (NSC). Also the star-delta switch strategy will be analysed in subsection 2.2.6. 
 
2.2.1. Tower (based on the model in [LCK11]). 
 
First, wind speed is measured (𝑉𝑉𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤). The tower model calculates the hub speed (𝑦𝑦)̇  by means of the 
thrust (𝑭𝑭𝒕𝒕𝒕𝒕). Therefore, the effective wind speed at the rotor is calculated as 𝑉𝑉𝑚𝑚𝑒𝑒𝑒𝑒 = 𝑉𝑉𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 − ?̇?𝑦 [LCK11]. 
When the second Newton’s law, shown in  Equation 2.1, is applied to the tower model shown in Figure 
2.7, we obtain Equation 2.2. 
 
 
                                           ∑𝑭𝑭𝒕𝒕 = 𝑴𝑴𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝒕𝒕                                                                                             Equation 2.1 
                                            𝑭𝑭𝒕𝒕−𝒕𝒕 − 𝑲𝑲𝑭𝑭𝑻𝑻𝑭𝑭𝑻𝑻𝑻𝑻−𝒕𝒕𝒕𝒕 − 𝑫𝑫𝑺𝑺𝒕𝒕𝑺𝑺𝑺𝑺𝑭𝑭ä𝒎𝒎𝒎𝒎𝒇𝒇𝑻𝑻𝑻𝑻−𝒕𝒕?̇?𝒕 = 𝑴𝑴𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻?̈?𝒕                       Equation 2.2 
                                                                                   
where 𝐹𝐹𝑡𝑡−𝑥𝑥(𝑁𝑁) is the thrust force;  𝐾𝐾𝐹𝐹𝑚𝑚𝑤𝑤𝑚𝑚𝑚𝑚−𝑥𝑥 �𝑁𝑁𝑚𝑚�  is the rigidity of the tower; 𝐷𝐷𝑆𝑆𝑡𝑡𝑆𝑆𝑆𝑆𝑤𝑤ä𝑚𝑚𝑠𝑠𝑒𝑒𝑚𝑚𝑚𝑚−𝑥𝑥 �𝑁𝑁𝑚𝑚𝑚𝑚 �  is the 









Figure 2.7:    On the left: tower bending; On the right: tower one-mass oscillator model, Source: [Sim16]. 
It is possible to calculate the thrust force in the hub as specified in [DMS15]:  
 
 
                                                     𝑭𝑭𝒕𝒕 = 𝑭𝑭𝒕𝒕(𝒗𝒗𝒘𝒘𝑻𝑻𝑻𝑻𝑭𝑭,𝝀𝝀,𝑺𝑺) = 𝟏𝟏𝟏𝟏 𝝆𝝆𝝆𝝆𝑻𝑻𝒕𝒕𝟏𝟏𝒗𝒗𝒘𝒘𝑻𝑻𝑻𝑻𝑭𝑭𝟏𝟏𝒄𝒄𝑻𝑻(𝝀𝝀,𝑺𝑺)                           Equation 2.3 
 
 
where  𝜌𝜌 = 1.225 𝑠𝑠𝑔𝑔
𝑚𝑚3
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  𝒄𝒄𝑻𝑻(𝝀𝝀,𝑺𝑺)  is called thrust coefficient and is calculated through 𝒄𝒄𝒎𝒎(𝝀𝝀,𝑺𝑺), called power coefficient, as 
specified in [Pie06] :                                                                 𝒄𝒄𝒎𝒎  (𝝀𝝀,𝑺𝑺) = 𝟏𝟏𝟏𝟏 �𝟏𝟏 + �𝟏𝟏 − 𝒄𝒄𝑻𝑻(𝝀𝝀,𝑺𝑺)� 𝒄𝒄𝑻𝑻(𝝀𝝀,𝑺𝑺)                             Equation 2.4 
 















Figure 2.8:    ct curve. 
 
with 𝑐𝑐𝑠𝑠(𝜆𝜆,𝛽𝛽) < 1627   und 𝑐𝑐𝑇𝑇(𝜆𝜆,𝛽𝛽) < 89 
Furthermore, it is possible to calculate the total force over the whole tower by integrating the distribution 
of the thrust over the tower, taking this distribution as (information extracted from [ŞAE]):  
 𝑼𝑼𝟏𝟏 = 𝑼𝑼𝟏𝟏 �𝒛𝒛𝟏𝟏𝒛𝒛𝟏𝟏�𝜶𝜶 = 𝑼𝑼𝑮𝑮𝑺𝑺𝑻𝑻𝑭𝑭𝑻𝑻𝑮𝑮 � 𝒛𝒛𝑯𝑯𝑻𝑻𝑻𝑻𝑻𝑻𝒎𝒎�𝟏𝟏𝟕𝟕                                                                         Equation 2.5  
where 𝑈𝑈1the wind speed at the height is 𝑧𝑧1, 𝑈𝑈2 is the wind speed at the height 𝑧𝑧2 , 𝐻𝐻𝑇𝑇𝑚𝑚𝑚𝑚𝑚𝑚 is the height of 
the hub and 𝛼𝛼 is the altitude exponent (𝛼𝛼 = 1/7). 
The altitude exponent depends on various parameters: time of day, season, temperature, atmospheric 
stability, climatology, terrain and surface roughness, environmental conditions, weather stability and 
altitude [ŞAE; KAB]. The bigger the exponent is, the larger the vertical gradient in the wind speed will be 
[KAB]. 
By means of  Equation 2.3 and Equation 2.5, it is possible to get an analytic expression of the total thrust 
force that the tower experiments, as specified in [KMD08]: 
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2.2.2. Pitch angle-model [VES11]. 
In subsection, the pitch control strategy of the V52 will be explained. 
The pitch angle β is regulated by means of the pitch control system  [VES11]: 
 
Figure 2.9:    Pitch control system, Source: [VES11].                                  
The pitch characteristics curve is the  following: 
 
𝑺𝑺(𝑻𝑻) = �𝒂𝒂𝟏𝟏𝑻𝑻+ 𝑻𝑻𝟏𝟏   𝒇𝒇𝑺𝑺𝑻𝑻 𝑻𝑻 ≤ 𝑻𝑻𝒄𝒄𝑻𝑻𝑺𝑺𝒓𝒓𝒓𝒓
𝒂𝒂𝟏𝟏𝑻𝑻+ 𝑻𝑻𝟏𝟏   𝒇𝒇𝑺𝑺𝑻𝑻 𝑻𝑻 ≥ 𝑻𝑻𝒄𝒄𝑻𝑻𝑺𝑺𝒓𝒓𝒓𝒓                                   
where  𝑢𝑢𝑠𝑠𝑚𝑚𝑆𝑆𝑚𝑚𝑚𝑚 = (𝑏𝑏2 − 𝑏𝑏1) (𝑛𝑛2 − 𝑛𝑛1)⁄ ; 𝛽𝛽𝑠𝑠𝑚𝑚𝑆𝑆𝑚𝑚𝑚𝑚 = 𝛽𝛽(𝑢𝑢𝑠𝑠𝑚𝑚𝑆𝑆𝑚𝑚𝑚𝑚) = 𝑛𝑛1𝑢𝑢𝑠𝑠𝑚𝑚𝑆𝑆𝑚𝑚𝑚𝑚 + 𝑏𝑏1 
 
The manufacturer VESTAS gives the following table (Table 1), which assigns a 
piston position (position-mm) and a position transducer voltage (position-volts) for 
each possible pitch angle. This position transducer converts the piston position into 
a voltage signal [VES11]. The (Digital) Position Controller will get this reference 
voltage �𝑛𝑛𝑚𝑚𝑚𝑚𝑒𝑒� from the main control and calculate a suitable valve position signal 
using the current measured transducer voltage (𝑛𝑛𝑚𝑚𝑠𝑠𝑡𝑡) (see Figure 2.9) [VES11].  
 
 
The signal for the valve includes also a Rate Transition and Rate Limiter, shown in 
Figure 2.9. The rate limiter limits the derivative of the signal, what means that the 
pressure gradients in the hydraulic systems are reduced [VES11]. A D/A converter 
generates the analog signal for the valve actuator (servomotors) to control the 
piston position [VES11]. 
 
 
Figure 2.10 and Figure 2.11 show respectively the pitch characteristics curve and inverse pitch 




           Table 1:    Pitch characteristics,   Source: [VES11]. 
Equation 2.7 
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Figure 2.12 also shows the pitch characteristics curve but now the pitch position is in mm. 
 
y = 9.1488x - 4.2559

















y = 0.1092x + 0.4672
























Chair for Wind Power Drives 
Univ.-Prof. Dr.-Ing. Georg Jacobs 
 
Figure 2.12:  Pitch characteristic curve (linear interpolation). 
 
 
Figure 2.13:  Piston analogic/position-converter characteristics. 
The slope of the fitting line in Figure 2.13 is 58.3. This information is relevant for the pitch regulation 
control strategy, with which a pitch reference is converted into piston position. This conversion may be 
useful for the design of the new controller, because it describes the pitch actuator exactly. 
The control strategy for the pitch regulation consists of a feedback control closed-loop with a controller 
[VES11]. The controller has different components depending on the operating state of the WEA (Partial 
load operation or Full load operation) [VES11].  











Figure 2.14:  Pitch control loop for Partial load operation in V52 turbine, Source: [VES11]. 
 
y = 6,36x + 26,436
R² = 0,9995
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Full load operation usually uses the Fast Response Position Controller (LAPC) shown in Figure 2.15. 








Figure 2.15:  Pitch control loop for Full Load operation in V52 turbine, Source: [VES11]. 
The Dead Zone- Block models the non-linearity of the valve. Figure 2.16 represents the characteristic of 
the servomotor of the valve. It shows that the error position signal has a non-linearity versus the position 











Figure 2.16:  Dead Zone for the valve in V52-turbine pitch actuator system, Source: [VES11]. 
 
A general model for the pitch servomotor is described in [MPP18]: 
 
                                                                                                  ?̇?𝑺𝑻𝑻𝑻𝑻𝒓𝒓𝒂𝒂𝒕𝒕𝑻𝑻𝑻𝑻𝒂𝒂𝒕𝒕𝑻𝑻𝑭𝑭 = 𝒓𝒓𝒂𝒂𝒕𝒕−?̇?𝑺𝒎𝒎𝒂𝒂𝒕𝒕+?̇?𝑺𝒎𝒎𝒂𝒂𝒕𝒕(𝑺𝑺𝑻𝑻𝑻𝑻𝒇𝒇(𝒕𝒕)𝝉𝝉 − 𝑺𝑺𝒂𝒂𝒄𝒄𝒕𝒕(𝒕𝒕)𝝉𝝉 )                     Equation 2.8 
                                                                                                  𝑺𝑺𝒂𝒂𝒄𝒄𝒕𝒕 = 𝒓𝒓𝒂𝒂𝒕𝒕𝟏𝟏º𝟗𝟗𝟏𝟏º(𝑺𝑺𝑻𝑻𝑻𝑻𝒓𝒓𝒂𝒂𝒕𝒕𝑻𝑻𝑻𝑻𝒂𝒂𝒕𝒕𝑻𝑻𝑭𝑭)                                               Equation 2.9                   
 
 
where  𝛽𝛽𝑚𝑚𝑠𝑠𝑡𝑡  is the current measured value of the pitch angle 𝛽𝛽𝑚𝑚𝑇𝑇𝑚𝑚𝑚𝑚𝑡𝑡𝑚𝑚𝑚𝑚𝑚𝑚𝑡𝑡𝑚𝑚𝑤𝑤 [⁰] is the unsaturated value of the 
pitch angle, 𝛽𝛽𝑛𝑛𝑛𝑛𝑟𝑟[⁰] is the desired pitch angle and 𝝉𝝉 (delay-response model) ≅ 5 sec. is the pitch control 
system time constant and  ?̇?𝛽𝑚𝑚𝑚𝑚𝑥𝑥 [⁰/s] is the feasible angle derivative. Figure 2.17 describes the pitch 
control loop which corresponds to the differential equation. It is expected to reproduce this controller loop 
in the new controller. 
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Figure 2.17:  Pitch control loop. 
 
2.2.3. Rotor model. 
  
 
The rotor model (aerodynamic model): cp (performance coefficient) measurements plays an   important 
role when detecting the efficiency of wind turbines. Its expression depends on the turbine. For a general 
turbine, the most general cp expression is found in Equation 2.10 and was extracted from [HK12; RUT14]. 
 
                                               𝒄𝒄𝒎𝒎(𝝀𝝀,𝑺𝑺) = 𝒄𝒄𝟏𝟏[𝒄𝒄𝟏𝟏𝒇𝒇(𝝀𝝀,𝑺𝑺) − 𝒄𝒄𝟑𝟑𝑺𝑺 − 𝒄𝒄𝟒𝟒𝑺𝑺𝒕𝒕 − 𝒄𝒄𝟓𝟓]𝑻𝑻−𝒄𝒄𝟔𝟔𝒇𝒇(𝝀𝝀,𝑺𝑺) + 𝒄𝒄𝟗𝟗𝝀𝝀               Equation 2.11 
 
where λ = 𝑚𝑚𝑟𝑟𝜔𝜔𝑟𝑟
𝑣𝑣𝑤𝑤𝑤𝑤𝑤𝑤𝑤𝑤
 is the tip speed ratio, 𝑥𝑥, 𝑐𝑐1 to 𝑐𝑐6 are constants that depend on the turbine, 𝛽𝛽[𝑛𝑛𝑛𝑛𝑟𝑟] is the 
pitch angle. 
 
The constants and functions are the following, and were extracted from [HK12; RUT; RUT14]:  
                  𝒄𝒄𝟏𝟏 = 𝟏𝟏.𝟓𝟓𝟏𝟏𝟕𝟕𝟔𝟔; 𝒄𝒄𝟏𝟏 = 𝟏𝟏𝟏𝟏𝟔𝟔; 𝒄𝒄𝟑𝟑 = 𝟏𝟏.𝟒𝟒; 𝒄𝒄𝟒𝟒 = 𝟏𝟏;  𝒕𝒕 = 𝟏𝟏;  𝒄𝒄𝟓𝟓 = 𝟓𝟓;  𝒄𝒄𝟔𝟔 = 𝟏𝟏𝟏𝟏; 𝒄𝒄𝟕𝟕 = 𝟏𝟏.𝟏𝟏𝟖𝟖;  𝒄𝒄𝟖𝟖 = 𝟏𝟏.𝟏𝟏𝟑𝟑𝟓𝟓; 𝒄𝒄𝟗𝟗 = 𝟏𝟏.𝟏𝟏𝟏𝟏𝟔𝟔𝟖𝟖  
𝒇𝒇(𝝀𝝀,𝑺𝑺) = ((𝟏𝟏/(𝝀𝝀 + 𝒄𝒄𝟕𝟕𝑺𝑺)) − (𝒄𝒄𝟖𝟖/((𝑺𝑺𝟑𝟑) + 𝟏𝟏))) 




Plotting the mentioned function defined in Equation 2.10 for cp in MATLAB we get the following        
surface: 
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Figure 2.18:  cp as a function of λ and pitch angle. 
 
Assuming the following hypothesis [DMS15]: 
                       𝑭𝑭
𝑭𝑭𝒕𝒕
𝒗𝒗�𝒘𝒘𝑻𝑻𝑻𝑻𝑭𝑭(𝒕𝒕�, 𝒕𝒕) = 𝟏𝟏     𝑭𝑭𝑭𝑭𝒕𝒕 𝝆𝝆(𝒕𝒕�, 𝒕𝒕,𝑻𝑻,𝒎𝒎, … ) = 𝟏𝟏                                                       Equation 2.12 
where 𝑡𝑡 [s] is time, 𝑣𝑣�𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 is the wind speed,  𝑥𝑥�[m] is the position, 𝑇𝑇 [Nm] is the temperature and 𝑛𝑛[Pa] is 
the pressure. 
  
The rotor torque 𝑇𝑇𝑚𝑚  and the rotor mechanical power  𝑃𝑃𝑚𝑚 can be calculated using the following equations 
[LCK11; DMS15] :  
                          𝑻𝑻𝒎𝒎(𝒗𝒗𝒘𝒘𝑻𝑻𝑻𝑻𝑭𝑭,𝑺𝑺,𝝀𝝀) = 𝟏𝟏𝟏𝟏 𝝆𝝆𝝆𝝆𝑻𝑻𝒕𝒕𝟑𝟑𝒗𝒗𝒘𝒘𝑻𝑻𝑻𝑻𝑭𝑭𝟏𝟏 𝒄𝒄𝒎𝒎(𝝀𝝀,𝑺𝑺)𝝀𝝀                                                          Equation 2.13                                  𝑷𝑷𝒎𝒎 = 𝑻𝑻𝒎𝒎𝝎𝝎𝒎𝒎                                                    Equation 2.14
   
where 𝜔𝜔𝑚𝑚 is the rotational speed at the low-speed shaft.  
Including the following definition in  Equation 2.12: 
𝒄𝒄𝒒𝒒: = 𝒄𝒄𝒎𝒎(𝝀𝝀,𝑺𝑺)𝝀𝝀 = 𝑻𝑻𝒕𝒕𝝎𝝎𝒕𝒕𝒗𝒗𝒘𝒘𝑻𝑻𝑻𝑻𝑭𝑭 
we obtain: 
                         𝑻𝑻𝒎𝒎 = 𝑻𝑻𝒎𝒎(𝒗𝒗𝒘𝒘𝑻𝑻𝑻𝑻𝑭𝑭,𝑺𝑺,𝝀𝝀) = 𝟏𝟏𝟏𝟏𝝆𝝆𝝆𝝆𝑻𝑻𝒕𝒕𝟑𝟑𝒗𝒗𝒘𝒘𝑻𝑻𝑻𝑻𝑭𝑭𝟏𝟏 𝒄𝒄𝒎𝒎(𝝀𝝀,𝑺𝑺)𝝀𝝀 =                              









































Chair for Wind Power Drives 
Univ.-Prof. Dr.-Ing. Georg Jacobs 
where 𝜌𝜌 is the density of the air and 𝑐𝑐𝑞𝑞(𝜆𝜆,𝛽𝛽) is the torque coefficient. 
2.2.4. Drive train model (based on the model in [Gam17]). 
 
This system transfers the mechanical torque of the rotor to electrical energy. To build this model there 
are different possibilities. The rotor can be modeled by a single mass, but also by a two or three mass 
representation, as shown in Figure 2.19 [Gam17]. In this work, a three-mass representation will be 
explained. In the rotation system, there are different subsystems with specific characteristics [Gam17]: 
high speed shaft, main shaft, gearbox, rotor hub with three blades and generator [Gam17]. The rotor, 
generator and gearbox are each modelled with a single mass [Gam17]. The mass of the main shaft is 
allocated to the rotor and the mass of the high speed shaft is allocated to the generator [Gam17]. In 
addition, it is always considered that all components from each side of the transmission have respectively 
the same corresponding speed [Gam17].  
The following equations are extracted from [Gam17] and describe the dynamic of the drive train as a 
three-mass oscillator. They will be useful when creating the new simulated controller, but they will be 
simplified in a two-mass oscillator (see Equation 4.1). 
 
 
�𝑇𝑇𝑧𝑧� = 𝐽𝐽 𝑟𝑟𝜔𝜔𝑧𝑧�𝑟𝑟𝑡𝑡  
𝐽𝐽𝑚𝑚 = 𝐽𝐽𝑥𝑥𝑥𝑥 + 𝑛𝑛𝑥𝑥2𝐽𝐽𝑥𝑥ℎ 
𝐵𝐵𝑚𝑚 = (𝐵𝐵𝑥𝑥𝑥𝑥 + 𝐷𝐷𝑥𝑥𝑚𝑚𝑚𝑚) + 𝑛𝑛𝑥𝑥2(𝐵𝐵𝑥𝑥ℎ + 𝐷𝐷ℎ𝑚𝑚𝑚𝑚) 
 
Rotor and rotor shaft (mass=0): 
         
                                 𝑻𝑻𝑻𝑻� − 𝑩𝑩𝑻𝑻𝝎𝝎𝑻𝑻� − (𝑫𝑫𝑮𝑮𝒓𝒓𝒓𝒓)𝝎𝝎𝑻𝑻� − (𝑲𝑲𝑮𝑮𝒓𝒓𝒓𝒓)𝜽𝜽𝑻𝑻� + �𝑲𝑲𝑮𝑮𝒓𝒓𝒓𝒓𝑻𝑻𝒕𝒕 �𝜽𝜽𝒕𝒕𝒉𝒉� + �𝑫𝑫𝑮𝑮𝒓𝒓𝒓𝒓𝑻𝑻𝒕𝒕 �𝝎𝝎𝒕𝒕𝒉𝒉� = 𝑱𝑱𝑻𝑻𝝎𝝎𝑻𝑻�̇        Equation 2.16 
Gearbox: 
 
−𝑩𝑩𝑻𝑻𝝎𝝎𝒕𝒕𝒉𝒉� + (𝑻𝑻𝒕𝒕𝑫𝑫𝑮𝑮𝒓𝒓𝒓𝒓)𝝎𝝎𝑻𝑻� + �𝑻𝑻𝒕𝒕𝟏𝟏𝑫𝑫𝒉𝒉𝒓𝒓𝒓𝒓�𝝎𝝎𝒈𝒈� + (𝑲𝑲𝑮𝑮𝒓𝒓𝒓𝒓)�𝑻𝑻𝒕𝒕𝜽𝜽𝑻𝑻� − 𝜽𝜽𝒕𝒕𝒉𝒉� � − �𝑻𝑻𝒕𝒕𝟏𝟏𝑲𝑲𝑮𝑮𝒓𝒓𝒓𝒓��𝜽𝜽𝒕𝒕𝒉𝒉� − 𝜽𝜽𝒈𝒈�� =
𝑱𝑱𝑻𝑻𝝎𝝎𝒕𝒕𝒉𝒉�̇                                                                                                                                        Equation 2.17 
 
Generator and generator shaft (mass=0): 
 
                             -𝑻𝑻𝒈𝒈� − (𝑫𝑫𝒉𝒉𝒓𝒓𝒓𝒓 + 𝑩𝑩𝒈𝒈)𝝎𝝎𝒈𝒈� + 𝑫𝑫𝒉𝒉𝒓𝒓𝒓𝒓𝝎𝝎𝒕𝒕𝒉𝒉� −𝑲𝑲𝒉𝒉𝒓𝒓𝒓𝒓(𝜽𝜽𝒕𝒕𝒉𝒉� − 𝜽𝜽𝒈𝒈�) =  𝑱𝑱𝒈𝒈𝝎𝝎𝒈𝒈�̇                        Equation 2.18 
where 𝐽𝐽,𝐵𝐵,𝐷𝐷,𝐾𝐾   and 𝑛𝑛 are the moments of inertia, viscous coefficient, damping coefficient, stiffness and 
gear rate [Gam17]. The variables ω, Θ and Tr correspond to the speed, the angle of rotation and the rotor 
torque[Gam17]. Sub-indexes 𝑛𝑛,𝑔𝑔, 𝑛𝑛, 𝑛𝑛, 𝑥𝑥, 𝑥𝑥𝑥𝑥,𝑥𝑥ℎ, 𝑥𝑥𝑛𝑛𝑛𝑛 and ℎ𝑛𝑛𝑛𝑛 correspond to: rotor, generator, equivalent, 
gearbox, and low-speed side of the gearbox, high-speed side of the gearbox, low-speed shaft and high-
speed shaft [Gam17]. 
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Figure 2.19:  Drive train model, Source: Adaptation of [Gam17]. 
2.2.5. Generator model. 
 
V52 turbine has a DFIG (Doubly-Fed Induction Generator) asynchronous generator with a maximum rotor 
speed of 1620 rpm/min [WIN]. The DFIG generator is a variable speed induction machine [LA07] and 
consists of a rotor-wound induction generator and a AC/DC/AC IGBT-based PWM converter [MAT18]. 
With the DFIG technology, it is possible to gain maximum wind energy at low wind speeds, optimize 
speed and achieve minimal mechanical loads on the turbine during gusts [WIN].  
 
The AC/DC/AC converter shown in Figure 2.20 consists of RSC (rotor-side converter) and GSC (grid-side 
converter) connected back-to-back [FY10]. Between the two AC/DC converters there is a Dc-link 
capacitor, so that the voltage change in the Dc-link is low [FY10]. The target RSC is to control the torque 
or speed in the generator, and the GCS goal is to keep Dc-link voltage constant [FY10]. RSC operates 









Figure 2.20:  Electrical scheme of the DIFG-generator, Source: [FY10]. 
2.2.6. Star-Delta Switch. 
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The goal of this strategy is to improve the voltage control of the generator [FSK14]. In variable speed 
turbines, like V52, star-delta switching provides a way to adjust the generator´s voltage output [FSK14]. 













Figure 2. 21: Star (right) and delta (left) connection schemes with coils. Source: [Ele16]. 
In delta connection, the generator´s voltage is √3 times bigger than in star circuit [FSK14]. Therefore, the 
generator torque and its correspondent power in star connection are one third of the generator torque 
and power in delta connection [FSK14]. V52-turbine contains the star-delta switch electrical scheme 
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The switches K501 and K502 are responsible 
for the delta and star connection respectively 
[VESEL04; VES04].  
Further information about how and why the 
controller switches between these both 
connections is provided in the documentation 
[VESEL04; VES04].  
This information was summed up in Figure 2.23  
and can be interpreted by means of the 
information on the right. Figure 2.23 describes 
the star-delta switch strategy as a Moore 
machine. It will be useful in Chapter 3 to 






Figure 2.23:  Star-delta switch representation for V52-turbine. 





=‘‘ Acceleration of the wind speed‘‘. 
SSD1= ‘‘first phase of the Star-Delta switch‘‘ 
SSD2= ‘‘second phase of theStar-Delta switch‘‘. 
SDS1= ‘‘first phase of the Delta-Star switch‘‘. 
SDS2= ‘‘second phase Delta-Star switch‘‘. 
S&C= ‘‘synchronize & connect‘‘. 
Last P value=‘‘Controller saves last power value’’. 
FERTIG= ‘’Connection achieved’’. 
Gen_rpm=’’high-speed shaft rotation speed‘‘ 
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2.3   Multi-Body Simulation (MBS) and MATLAB-SIMPACK Co-simulation (MSC). 
 
The experimental measurements taken in the V52-testbench will be used to run the co-simulation 
MATLAB-SIMPACK needed for the development and implementation of a new simulated controller 
(NSC). 
Simpack is a multi-body simulation software [Bi15], which uses numerical technics based on analytical 
methods to study interactions between physical bodies [Bi15]. It is used is widely extended in the industry 
and research institutes [Bi15]. With a focus on wind energy, it’s an appropriate tool to study the overall 
dynamics of a wind turbine [Bi15].   
At CWD a Simpack model of the V52-testbench (V52-SM) was developed. This model contains both rigid 
and elastic bodies and aims to reproduce the real plant [Bi15]. It contains a total of 90 bodies with 306 
states at position and velocity level and 90 force elements [Bi15]. 
The closed-loop behavior of the model requires a controller which works parallel with it. This controller 
will be closely described as well as tested in the Chapter 3. 
Although there are already some implemented control elements in the V52-SM, a new controller is 
necessary to better reproduce the real plant operation strategy. The new simulated controller (NSC) will 
be developed in Simulink and will run in co-simulation with the V52-SM. 
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3. Simulations and understanding of the existing simulated controller 
(ECS). 
This chapter goes deeper in the understanding of the ESC. For that, in subsections 3.1 and 3.2  the 
torque and pitch regulation respectively will be described by analyzing its dynamic response. 
The existing simulated controller (ESC) is composed of two important parts: the torque control and the 
pitch control, as seen in Figure 3.2. 
3.1  Torque regulation. 
The blocks referring torque regulation get the measurements of the rotor shaft and generator drive shaft 
as input and generate the desired generator torque as output. They are situated on the upper part of the 
controller. There are two different blocks conforming the torque regulation: In the first block (Torque 
Control- subsection 3.1), the measured rotational speed is converted into the desired electrical torque. 
We distinguish various sub-blocks: Generator characteristics, Speed Control PID and Control Damping. 
In Generator characteristics, there is a Speed/Torque Lookup Table that converts the high-speed shaft 
rotational speed into electrical torque. Speeds Control PID consists of a PID controller in parallel, and 
Active Drive Train Damping contains a PID controller. In series, we find the Torque Actuator block 
(subsection 3.2). In subsections 3.3 and 3.4 a tower and star-delta switch model respectively will be 
added to the controller’s operation strategy. 
 
3.1.1. Torque control. 
This block is responsible for calculating the generator torque by means of the measurements and contains 
some subblocks: 
 Generator characteristics: This subblocks gets a rotational speed reference and outputs 
the correspondent generator torque, according to the characteristic shown in (see Figure 















Figure 3.1:    Generator characteristics on the ESC, Source: [CWDECS]. 
n-generator[rpm]
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Figure 3.2:    Existing simulated controller (ESC), Source: [CWDECS]. 
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Furthermore, another generator characteristics, seen in Figure 3.3, was implemented with 
the information from the V52-documentation [VES11], in order to validate the existing one. 
The V52 documentation provides with the tables shown in Figure 3.11, Figure 3.12 and 














Figure 3.3:    Generator characteristics implemented by means of the V52- documentation. 
The procedure followed to extract this curve from the information in the V52 
documentation can be found in Appendix 2. 
It is possible to see that the existing Generator characteristic reproduces quite well what 
the documentation specifies. 
 
 Speed Control PID 
 
The control strategy is a parallel PID controller (see Figure 3.4), with a rotational speed 
reference of 1620 rpm (rated speed in the low-speed shaft) and the measured rotational 
speed signal as feedback. The purpose of the controller is to produce a generator torque 
signal out of the error between the rated speed (which is 1620 rpm,see Figure 3.4) and 
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Figure 3.4:    PID Torque control scheme, Source: [CWDECS]. 
 
Figure 3.5 shows the response of the Speed Control PID block in Simulink. It is relevant to mention that 







Figure 3.5:    PID Torque control response (blue signal) to a step reference of 2.5 rad/s of low-speed shaft rotational 
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3.1.2. Torque actuator. 
This block models the Torque Actuator through an integrator. This actuator corresponds to the following 
differential equation (Equation 3.1):                                                                        ?̇?𝑻𝑻𝑻𝒎𝒎𝑻𝑻𝒂𝒂𝒓𝒓𝑻𝑻𝑻𝑻𝑻𝑻𝑭𝑭 =  −𝑲𝑲𝟏𝟏𝑻𝑻𝑻𝑻𝒎𝒎𝑻𝑻𝒂𝒂𝒓𝒓𝑻𝑻𝑻𝑻𝑻𝑻𝑭𝑭 + 𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝒒𝒒𝑻𝑻𝑻𝑻𝒓𝒓𝒕𝒕𝑻𝑻𝑭𝑭                         Equation 3.1 
where 𝑇𝑇𝑚𝑚
𝑚𝑚𝑚𝑚𝑞𝑞𝑚𝑚𝑚𝑚𝑚𝑚𝑡𝑡𝑚𝑚𝑤𝑤 is the requested torque in the generator and 𝑇𝑇𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑤𝑤 is the measured torque in the 
generator. 
The following scheme describes the differential Equation 3.1 through a torque actuator   feedback control: 
Figure 3.6:    Torque Actuator in the ESC, Source: [CWDECS]. 
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3.2  Pitch regulation. 
Pitch servomotors are modelled in the ESC through the following control loop. The main purpose of this 
control scheme is to reproduce the real dynamic response of the pitch servomotors. 
 
Figure 3.8:    Pitch Actuator in ESC, Source: [CWDECS]. 
 
where the specified time constant mentioned in Chapter 1 is 𝝉𝝉 =5 sec. 
Figure 3. 9 shows some of the signals in the control loop. The pink signal shows the output pitch angle, 

















Figure 3. 9:   Pitch Actuator response in ESC, Source: [CWDECS].  
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Since the objective of the thesis focuses on the generator torque control, this controller (ESC) was 
arranged in such a way that the inputs are the rotational speed in the low and high-speed shaft and the 





Figure 3.10:  Arranged ESC, Source: [CWDECS]. 
At the beginning of the thesis, some simulations were ran without the V52-SM in order to test the ESC. 
To do so, the pitch, electrical torque and power characteristic (dependence on wind speed) were 
implemented in MATLAB as functions (see Figure 3.11, Figure 3.12 and Figure 3.13). Wind speed was 
chosen to be 15 m/s. 
On the left, we find the implemented characteristics in MATLAB and on the right the characteristic 







Figure 3.11:  Pitch [º] curve (simulated and in V52-documentation [VES11]). 
INPUTS: Speeds in low and high-speed shaft. 
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Figure 3.13:  Output power [W] characteristic curve (simulated and in V52-documentation [VES11]). 
 
The controller was then simulated giving the following output power for a step input power of 850 kW as 
seen in Figure 3.14.  
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Figure 3.14:  Output power [kW] (simulated), Source: [CWDECS]. 
3.3 Star-delta switch model. 
 
Furthermore, a star-delta switch strategy was implemented in the ESC in order to reproduce the real 
behavior of the controller. The strategy was modelled and simulated using Simulink using Logic control.  
 
Figure 3. 15: Implemented logic for the star-delta switch. 
 
Figure 3. 15 shows how the system decides which connection is needed at each moment, after the block 










Reference power= 8.5 kW 
Output of the ESC; response 
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according to the measured power and rotational speed in the generator. In the moment that the output y 
= u1 = 1, the system will switch automatically from star connection to delta connection (Star-Delta Switch 
Subsystem). If  y = u1 = 0, the system will switch automatically from delta connection to star connection 
(Delta-Star Switch Subsystem). This decision is made by an If block. 
Then this signal is inputted in two blocks, one for each connection (star and delta), as shown inFigure 
3.16. Depending on the If block output, one of the blocks in Figure 3.16 will be activated (one of the Case 










The Case blocks referred in Figure 3.16 take as input not only the mentioned u1 signal, but also the 
measured generated power (Leistung), a digital clock and a signal that contains the derivative of the wind 
speed (Speed_rate). Once the type of connection is selected, further specifications determine if the 
disconnection and the posterior connection will be carried out or not. This will be checked by the block 
Calculator, as seen in Figure 3.17. The clock will provide the time reference necessary to check if the 
power exceeds some limits within a period specified in the documentation, which depends on the 
connection. The Speed_rate signal and the output power also influence the type of connection. The output 
signal will be terminated if some specifications in the block Calculator (Figure 3.17) are not fulfilled. If 
these are fulfilled, then the power will be ramped down, the connection will be made and after that, the 
power will be ramped up again. This will be made by block titled Ramp down and up (Figure 3.17). 
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Figure 3.17:  Scheme for ramping down and up power output. 
 
The code needed to run the simulation can be found in Appendix 3. 
The output power generated by the ECS with the star-delta strategy for a step reference of 850 kW is 
represented in Figure 3.18. It can be seen, that the controller ramps the power down 15 sec. after the 
start up. That happens because the system must be initialized in star connection, and the specifications 
required to switch from star to delta were fulfilled during this whole time period. Once the power reaches 























Reference power= 850 kW 
Output of the ESC; response time 
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In these terms, the output power reproduces in a simplified way the information specified in the 
documentation, although it was nowhere specified how many seconds does the ramp period last. This 
information was summarized in Figure 2.23  and it is also included in Appendix 3. Nevertheless, in 
Chapter 4 it will be seen that the behavior described in the documentation and used to implement this 
strategy doesn’t correspond to the real star-delta switch observed in the real test-bench. 
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4. Analysis of the measured data obtained in the V52-testbench. 
 
The existent data used in the thesis come from the tests made during July and August of 2018. It contains 
around 8 hours of measurement data. These data contains measurements of the mechanical torque in 
the low-speed shaft, generator torque, current in every coil in the stator, rotational speed in the low-speed 
shaft, acceleration in some points of the gearbox and also the behaviour of the star-delta switches. A 
treatment and analysis of the data was done in the thesis. The sampling frequency was 2000 Hz for 
mechanical torque in the low-speed shaft, current and voltage in every coil in the stator, rotational speed 
in the low-speed shaft, acceleration in some points of the gearbox and 6000 Hz for the star-delta switches.  
Furthermore, times and frequencies of sampling where adjusted, since there was some random delays 
and inaccuracies in the measurements of the Star-delta switches.  
Some examples of the treatment of the measurement data carried out are the following plots 
(Drehzahl=𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚, Delta=Delta Switch contactor, Star= Star Switch contactor, Me=𝑇𝑇𝑚𝑚, Mm-
abtriebswelle=Torque in the high-speed shaft, P-el=Electrical output power):  
 
Figure 4.1:    Measurement data, Source: [CWD18]. 
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In Figure 4.1 the most important magnitudes that could play a role in the design of the controller are 
plotted together, so that they can be analysed and the relationship between them can be investigated. 
Three operation periods are distinguished in Figure 4.1. These are: start up, run and stop. During the 
start-up and stop periods, there is no power production (no 𝑇𝑇𝑚𝑚), so the difference between both generator 
and mechanical torques is positive enough to create an acceleration (in accordance with Equation 4.1) 
that takes the rotational speed up to a value near to the rated rotational speed (see Figure 4.1, START 
UP). When the rotational speed reaches a certain level, and the torque in the high-speed shaft increases 
significantly rapid and up to a higher value, the run period begins.  
Simultaneously with the beginning of the run period, the delta or/and star switches (one for each phase, 
then 3 in total for each connection) close, as seen in Figure 4.1.The switches have either a certain up-
value (logic 1), meaning that they are opened and no power production is possible, or a down-value (logic 
0), meaning that they are closed and power production is permitted. In Figure 4.1 the values were 
adjusted to fit the scale of the rotational speed curve. When a switch has a value of logic 0, then there is 
generated power (generator torque 𝑇𝑇𝑚𝑚 is produced), and vice versa. That the switches change from open 
to close when the torque in the high-speed shaft increases rapidly is an important conclusion which could 
be useful when designing the new simulated controller (NSC). 
In a certain moment during the run operation, it can be seen, that 𝑇𝑇𝑚𝑚 is higher than the torque in the high-
speed shaft, and for that reason the rotational speed does not increase anymore and remains constant. 
When the torque in the high-speed shaft decreases, the correspondent switches to the current connection 
open and no more power is produced, so 𝑇𝑇𝑚𝑚 goes back to zero.  
During the remaining periods of the run operation, the rotational speed will be held almost constant by 
intermittent rapid increases of the torque in the high-speed shaft. Figure 4.2  shows some rotational-
speed behaviors that don’t match the one explained. It is also important to remark, that during the 
operation test the rated rotational speed (1620 rpm) and power (850 kW) were never reached. 
In Chapter 5, it will be intended that the controller reproduces the behavior explained before. 
 
 
More conclusions were extracted from the measured data. As shown in Figure 4.3, a proportionality exists 
between the difference of the torques acting on the high-speed shaft and the angular acceleration in the 
periods in which there is no electrical power output (start up and stop). When power is produced, the 
equation seems not to describe the behavior of the testbench, since, as seen in Equation 4.1 (extracted 
from [SHY16]), although the difference of the torques is negative, the angular acceleration is mainly 
positive during this period. 
                                                          𝑻𝑻𝒎𝒎
𝒉𝒉𝑻𝑻𝒈𝒈𝒉𝒉−𝒓𝒓𝒎𝒎𝑻𝑻𝑻𝑻𝑭𝑭 𝒓𝒓𝒉𝒉𝒂𝒂𝒇𝒇𝒕𝒕 −  𝑻𝑻𝑻𝑻 [𝒌𝒌𝑵𝑵] = 𝑱𝑱 𝑭𝑭𝑻𝑻𝑭𝑭𝒕𝒕  [𝑛𝑛𝑛𝑛𝑟𝑟/𝑛𝑛]                       Equation 4.1  
 
If we now try to get an approximate value of the inertia 𝑱𝑱 for the start-up and stop periods, we get a value 
of:   𝑱𝑱𝒎𝒎𝑻𝑻𝒂𝒂𝒓𝒓𝑻𝑻𝑻𝑻𝑻𝑻𝒎𝒎𝑻𝑻𝑻𝑻𝒕𝒕𝒓𝒓 =  𝟏𝟏𝟓𝟓𝟏𝟏𝟏𝟏𝟏𝟏𝟏𝟏 𝑘𝑘𝑔𝑔𝑛𝑛2    
which is almost 10000 times bigger than the real value 𝑱𝑱𝑻𝑻𝑻𝑻𝒂𝒂𝑮𝑮 ≅  𝟑𝟑𝟓𝟓 𝑘𝑘𝑔𝑔𝑛𝑛2  . This could be explained 
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Figure 4.2:    Angular acceleration in comparison with the difference of both mechanical and electrical torques in the 
high- speed shaft. 
 
 
The code needed to do the analysis and treatment of the measurement data discussed in this chapter 
can be found in Appendix 4. 
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5. Implementation of the new simulated controller (NSC). 
This chapter contains the procedures followed to design the NSC for both open- and closed-loop 
simulations (subsections 5.1 and 5.2 respectively). 
 
The following sketch constitutes the co-simulation that will be used to create the new controller (NSC): 
Figure 5.1:    V52-Simpack Model (SM) and control scheme strategy, Source: [CWDSIM]. 
Figure 5.1 shows the V52-Simpack model (V52-SM) used in the thesis. The Simulink-Controller model, 
which is represented with the orange box (NSC), will run parallel to it. More information about the co-
simulation can be found in subsection 2.3. 
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In Figure 5.2 the main block represents the Simpack-model (V52-SM) that was developed in CWD. It 
contains a model of the V52 test bench. The inputs are the mechanical torque 𝑇𝑇𝑚𝑚 in the low-speed shaft 
and the electrical torque 𝑇𝑇𝑚𝑚 in the high speed-shaft [Nm].  
The output is the rotational speed in the low-speed shaft 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠 [rad/s], which is feedbacked as the 
controller input. The simulation results will be compared with 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚. The controller gets the simulated 
rotational speed in the low-speed shaft 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠 as input, and outputs the electrical torque in the high- 
speed shaft. 
Firstly, the V52-SM was tested with the ESC. In Figure 5.3 the co-simulation Matlab-Simpack with the 
ESC is shown. Some gains were added to fit the units (rad/s to rpm). It is relevant also that the generator 
torque produced by the NSC must be negative (with the opposite sign of the input 𝑇𝑇𝑚𝑚). 
 
 
Figure 5.3:    Co-simulation with ESC, Source: [CWDSIM; CWDECS] 
The results obtained from this simulation are seen in Figure 5.4. The rotational speed results were quite 
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The behavior of the ESC during the simulation was analyzed, in order to know which blocks (described 
in Chapter 3) are activated and have a contribution on the generated 𝑇𝑇𝑚𝑚. For that, the signals outputted 
from the blocks Speed Control PID and Generator characteristics (see Chapter 3) were analyzed. It was 
found that the only block that generated a signal different from zero during the simulation was the Speed 
Control PID (described in Chapter 3-Figure 3.4), which contains a PID Controller in parallel. In Figure 5. 
5 this output is shown. Because of that, the NSC will be chosen to be PID. 
 
 
Figure 5.5:   𝑇𝑇𝑚𝑚 signal generated by the Speed Control PID block in the ESC simulation. 
Secondly, the V52-SM was tested with the electrical torque from the measured data without the ESC. 
The inputs of the V52-SM were 𝑇𝑇𝑚𝑚 and 𝑇𝑇𝑚𝑚, and the output 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠 was compared with 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚.  
 
 


























0 100 200   300 400 500 600 
Time[sec] 













































Chair for Wind Power Drives 
Univ.-Prof. Dr.-Ing. Georg Jacobs 
Since the V52-SM doesn’t reproduce exactly the dynamic of the real testbench (effects like rubbing and 
operation behavior), the results were very far from the measurement data, as Figure 5.6 shows. It is also 
possible that the V52-SM has some constructive failures. The mean-square root error between the 
measurement data and the simulated rotational speed 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠 was 23.7860 rad/s. That means that the 
appropriate generator torque 𝑇𝑇𝑚𝑚 must be calculated, so that the error between both rotational speeds, 
𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 and 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠, is minimized. This 𝑇𝑇𝑚𝑚 must produce the measured rotational speed in the low-
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5.1 Open-loop simulation. 
Simulation on the bottom of Figure 5.7 will be referred from now on as open-loop simulation, because we 
are giving a reference rotational speed (low-pass filtered 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚; pass-band frequency= 0.2 Hz, stop-
band frequency=1 Hz) to the controller, and the V52-SM output 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠 will not be used as feedback to 
generate 𝑇𝑇𝑚𝑚, but only compared to the measurement data 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚. The closed loop simulation is 
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A solution to calculate the necessary 𝑇𝑇𝑚𝑚 was implemented by the creation of a continuous state-space 
model (SSM) (see Figure 5.8) of the V52-SM through the Application Toolbox System Identification 
provided by MATLAB. A discrete state-space model was also created, but later it will be not used since 
the tuning of the controller for enough little time responses was not possible. 
Figure 5.8:    Continuous SSM configuration. 
To choose the order of the model, the fitting value between the response of the SSM to the real response 
of the V52-SM given by the Application Tool Box was considered, obtaining a fit of fit (1-POLE) =97.57% 
and fit (2-POLES) =76.72%, with the discrete and continuous model respectively. This indicator (fit) 
calculates, through Equation 5.1 (extracted from [MAT]), how well the simulated model response matches 
the measurement data [MAT]. For that reason, a first order system was chosen, due to its higher fit to the 
real measurement data. 
 
              Equation 5.1 
 
Figure 5.9 and Figure 5.10 show the SSM model output and the real response for both continuous and 
discrete models respectively. 















Figure 5.9:    Designed continuous SSM response to measurement data. 
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Figure 5.10:  Designed discrete SSM response to measurement data. 
Suprisingly, in spite of the complicated dynamic of the system, the fitting value between the response of 
the SSM to the real response of the V52-SM was very high (97.57%), so the dependence of the rotational 
speed was first-order-linear with some combination of 𝑇𝑇𝑚𝑚  and 𝑇𝑇𝑚𝑚. Between continuous and discrete SSM, 
a continuous SSM was chosen, because as it will be later shown, the design of the controller will be 
easier. The state matrices and characteristics of the model are seen in Figure 5.11:  
 
 
Figure 5.11:  Continuous designed SSM matrices. 
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The following control loop was used to produce the corrected 𝑇𝑇𝑚𝑚 input signal: 
 
Figure 5.12:  Tuned PID Controller operating in the designed control-feedback loop to calculate the corrected 𝑇𝑇𝑚𝑚. 
 
Figure 5.12 shows the strategy followed to adjust 𝑇𝑇𝑚𝑚. 𝑇𝑇𝑚𝑚 and 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 are the measurement data inputted 
into the SSM. 𝑻𝑻𝒎𝒎𝑻𝑻𝒂𝒂𝒓𝒓𝑻𝑻𝑻𝑻𝑻𝑻𝒓𝒓 was low-pass filtered to simplify the simulation and get a soft 𝑇𝑇𝑚𝑚 behavior. A 
feedback loop control was implemented to adjust the output SSM-rotational speed to the reference value 
(𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚). A PID Controller was chosen and tuned with the Application Toolbox PID Tuning provided by 
MATLAB, and the step response was adjusted in a way that the controller action (𝑇𝑇𝑚𝑚), was as similar as 
possible to the measured 𝑇𝑇𝑚𝑚. Figure 5.14 shows the tuned parameters for the PID. A gain of 1.1 was 
added after the reference 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 , according to the simulation results. 
For the sake of clarity, the control scheme shown in Figure 5.12 will be named as the new simulated 
controller (NSC). 
Figure 5.13 shows a comparison of the PID action 𝑇𝑇𝑚𝑚  for different response times. Chosen were tr= 0.1 
sec. and tr= 0.0005 sec 
 
 
Figure 5.13:  Comparison of the PID action Te for different response times (tr =0.1 sec. on the left and tr=0.0005 sec. on 
the right). 
Results from the simulation in Figure 5.11 (Figure 5.13) show that the generated 𝑇𝑇𝑚𝑚 is very oscillating for 
reduced response times like the sampling period (image on the right) and that is far from 0 Nm during the 
start-up and stop operation (see Chapter 4). Therefore, the PID response time was chosen to be tr= 0.1 
sec (image on the left). 
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Comparing the corrected 𝑇𝑇𝑚𝑚 with the measured one, it is seen that the corrected 𝑇𝑇𝑚𝑚 follows the inferior 
part of the measured 𝑇𝑇𝑚𝑚 and also has some peaks during the run operation (see Chapter 4). This is 
interesting because now we have a controller that can reproduce the behaviour of the real plant, meaning 
that it produces a 𝑇𝑇𝑚𝑚 that matches globally the dynamic of the measured 𝑇𝑇𝑚𝑚 but at the same times works 













Figure 5.14:  Tuned unit step response and tuned PID parameters. 
 
Once the adequate 𝑇𝑇𝑚𝑚 is generated, this torque was used as the corrected input for the Simpack model 
to produce the desired rotational speed in the low-speed shaft, as shown in Figure 5.15. 
 
Figure 5.15  is also equivalent to the image on the bottom in Figure 5.7, meaning that to produce the 
signal 𝑇𝑇𝑚𝑚 corrected (see Figure 5.7), the simulation in Figure 5.12 must be done before. 
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Now the open-loop simulation results will be discussed. To estimate the error between the measurement 
data (𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚) and the simulated rotational speed (𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠 ), the mean-square root error between 
both signals will be calculated. The results of the open-loop simulation for different measurement data 
are shown in Figure 5.16 to Figure 5.19. 
 
Figure 5.16:  Comparison of n-simpack and n-measures obtained in the first test of the open-loop simulation with the 
corrected electrical torque Te.   
Although the controller was developed working only with a specific measurement in a time period (600 
sec.), the NSC also worked with the rest of the measurement data. Then we conclude that there is no 
overfitting. 
As shown in Figure 5.16, the simulation results were satisfactory (mean-square root error= 0.0137 















Figure 5.17:  Comparison of n-simpack and n-measures obtained in the first part of the second test of the open-loop 
simulation with the corrected electrical torque Te.   
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Simulations results in Figure 5.17 have a mean-square root error= 0.0068 rad/s. 
 
Figure 5.18:  Comparison of n-simpack and n-measures obtained in the second part of the second test of the open-loop 
simulation with the corrected electrical torque Te.   
 














Figure 5.19:  Comparison of n-simpack and n-measures obtained in the third test of the open-loop simulation with the 
corrected electrical torque Te.   
 
Simulations results in Figure 5.19 have a mean-square root error= 0.0067rad/s. 
 
 


























              0 200 600 800 1000   1200   1400   1600 
 















                
   0 1000
 





                
2500
 
                
3000
 
                
 




Chair for Wind Power Drives 
Univ.-Prof. Dr.-Ing. Georg Jacobs 
A total of 6044 seconds (1.68 hours of the  V52-testbench operation) were simulated, which validates 
the designed open-loop NSC for the open-loop control. 
If we now observe the errors obtained, we can see that these are between 0.0067 rad/s and 0.0137 rad/s 
for the first test, second part of the second test and third test, but the error is much higher in the second 
part of the second test (0.0857 rad/s).  
An explanation for this fact tried to be found, but unfortunately it was no reason regarding the dynamic of 
the controller or the plant that can prove this different error. The only argument found was that, since the 
second test was divided into two parts (see Figure 5.16 and Figure 5.17), when we run the second part, 
we don’t take into acount the conditions of the last moment simulated in the first part, meaning that the 
initial conditions for the second part don’t correspond the final conditions of the first part. 
We conclude then that it is better to run complete tests in the simulation, and not split them into sperated 
parts. 
 
5.2 Closed-loop simulation. 
The next step consists of producing the 𝑇𝑇𝑚𝑚 (generator torque) out of 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠(rotational speed of the low-
speed shaft of the V52-SM), so that the rotational speed reference 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 (rotational speed of the low-
speed shaft from measurement data) is not necessary. The closed-loop simulation gave bad results 
(unstable rotational speed). Several possible solutions were considered: first, a low-pass filter was 
implemented. This filter should adequate the signal 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠 (a very oscillating signal- see Figure 5.19), 
and now the input of the controller, to the designed open-loop NSC. This input was before 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚, a 
very smooth filtered signal. This filter is represented by the yellow block in Figure 5.20. It has a pass-
band frequency=0.2Hz and a stop-band frequency=1Hz. However, the closed-loop simulation gave also 
bad results. Even after doing a sensibility analysis by changing the PID parameters, with special 
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The results of the simulation in Figure 5.20 with the filter and a PID derivative part of Kd=696.82/10.75 
instead of Kd= 696.82 (best result achieved until that moment) were the following: 
 
Figure 5.21:  Closed-loop simulation results with the low-pass filtered 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠  signal and a corrected PID derivative part. 
The PID action (𝑇𝑇𝑚𝑚) obtained in the simulation in Figure 5.20, which is the 𝑇𝑇𝑚𝑚, will be compared with the 
corrected one (see Figure 5.23). The obtained 𝑇𝑇𝑚𝑚 was the following: 
 
Figure 5.22:  𝑇𝑇𝑚𝑚 obtained in the simulation in Figure 5.20 (blue signal) and the corrected one (red signal). The horizontal 
axis represents the MATLAB-cells in which the data are sampled with a sampling frequency of 2000 Hz. 
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At the beginning of the simulation (see Figure 5.23),  𝑇𝑇𝑚𝑚 is very similar to the corrected one. Then 𝑇𝑇𝑚𝑚 starts 
decreasing drastically and 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠 decreases also drastically according to Equation 4.1. 
Several possible solutions to the problem were considered. Among them, the possibility to create a look-
up table that could describe the relationship between the rotational speed and the generator torque was 
investigated. This new strategy was developed with help from the research assistant M.Sc. Martin 
Cardaun. 
In this new strategy, a look-up table, shown in Figure 5.24, was created and also a sliding mean was 
added in order to smooth the signal 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠. The fundamental frequency of the block was first estimated 
to be 2 Hz. 
The look-up table is the following: 
 
LOOK-UP TABLE FOR V52-SM: 
 
T_Gen = [0; 0; 0; 0; 1500; 5010; 5010]; 
  
n_T_Gen = [-50; 0; 10; 1400; 1401; 1620; 2000]; 
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Figure 5.24:  Results of the simulation in Figure 5.24. 
To get rid of the high frequency oscillation seen in Figure 5.25, the fundamental frequency of the blue 
signal in Figure 5.25 was measured. 
A seen in Figure 5.26, we obtain an oscillation period of 0.3 sec, which corresponds to a frequency of 



















Figure 5.25:  High-frequency oscilation in 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠 during the run operation. 
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Modifying this parameter in the moving average block we observe that the oscillation is considerably 
reduced (see Figure 5.27). 
If we further increase the fundamental frequency, we significantly reduce the high-frequency oscillation. 
Figure 5.28 shows how this works for a fundamental frequency of 4 Hz. 
 


















Figure 5.27:  Simulation results after changing the moving average fundamental frequency to 4 Hz. 
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For the results in Figure 5.28, a mean-square root error= 0.0341 rad/s was estimated 
The new NSC also worked with further measurement data (duration of the simulation=100 sec.), as seen 
in Figure 5.29 (fundamental frequency of the moving average was chosen to be 4 Hz), obtaining a mean-




















Figure 5.28:  Simulation results with further measurement data. 
 
In Figure 5.27 and Figure 5.29 it is possible to see that during start-up and some periods of the run 
operation 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠 is lower than 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚, and during stop operation 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠 is higher than 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚. To 
correct this deviation the look-up table was modified to better fit the measurements. It was necessary to 
modify the original look-up table, which now describes only the dynamics of the start-up and run 
operations (see Chapter 4). Another look-up table was created for the stop operation.  
It was not possible to represent the behavior of the three operations modes in one look-up table due to 
incompatibilities between rotational speed and torque (for the same rotational speed we have different 
torques depending on the operation mode; this fact cannot be considered in a single look-up table). 
The process of creation of the mentioned look-up tables is described in Appendix 5. 
 
The created tables are the following: 
 
 
LOOK-UP TABLE FOR V52-SM FOR START-UP AND RUN OPERATION: 
 
T_Gen =    [0;  0; -48.57;-80; -97.58 ;  -101.9+60  ;-124.5+50 ;-
143.3+60;   -155.2+60  ; -165.7+60 ; -188.3+80 ; -103.4+60;  
24+80; -300; 5010; 5010]; 
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n_T_Gen = [-50; 0;  148.3; 197;   453.4  510.7  ; 625.6  ;  733.2 
; 887.5     ;959;1162;1204;1300; 1396; 1620; 2000]; 
 
 
LOOK-UP TABLE FOR V52-SM FOR STOP OPERATION: 
 
 
T_Gen1 = [0; 2.684; 19.7; 69.01; 133.5; 228; 138.8]; 
  
n_T_Gen1 = [0; 2.684; 19.7; 69.01; 133.5; 228; 1131]; 
 
 
In the values above, T_Gen refers to the generator torque, and n_T_Gen refers to the rotational speed 
of the high-speed shaft. 
 
 





















Figure 5.29:  Look-up table for the start-up and run operation modes. 
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Figure 5.31:  Original look-up table. 
 
Figure 5.33 shows the new simulation interface. As there are two look-up tables, depending on the 
operation mode one or another will be activated. There are two things which characterize and distinguish 
the stop operation from the other two operations modes: during this period the rotational acceleration 
(calculated by means of the derivative block) is negative and at the same time the rotational speed falls 
under a certain value, which in this case was taken as 1000 rpm.  
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The Matlab block (Matlab function- named as F in the blue block in Figure 5.33) will output a positive 
value, chosen to be 1000 (it does not matter how high this value is, just that is positive) if these conditions 
are not fulfilled (meaning that we are in start-up or run operation), and will output a negative value, chosen 
to be -1000 (it does not matter how high this value is, just that is negative), if they are no fulfilled.  
A positive output of the Matlab block (Matlab function) will activate the start-up and run operation look-up 


























The results obtained with the simulation in Figure 5.33 are shown in Figure 5.34. It is possible to observe 
that at the beginning of the run operation, the simulated rotational speed is slightly higher than the 
measured one, but this is the only way found (and which resulted in better results) to avoid the behavior 
seen in Figure 5.27 (in which 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠 is under 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚  during a greater time in the run operation). Later 
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Figure 5.33:  Results of the closed-loop simulation with the new strategy with two look-up tables. 
A mean-square root error= 0.0252 rad/s was estimated, which means that the error was reduced a 
26% with respect to the strategy with just one look-up table. 
The simulation was run with further measurement data, obtaining also satisfactory results, as show in 
Figure 5.35. 
 
Figure 5.34:  Results of the closed-loop simulation with the new strategy with two look-up tables with further 
measurement data. 
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A mean-square root error= 0.0270 rad/s was estimated, which means that the error was reduced a 
37.9% with respect to the strategy with just one look-up table. It was concluded then that the use of two 
look-up tables gives better results than the use of just one. 
If we now compare 𝑇𝑇𝑚𝑚  corrected, 𝑇𝑇𝑚𝑚 generated by the closed-loop simulation NSC and 𝑇𝑇𝑚𝑚 from the 
measurement data, we obtain Figure 5.36 and Figure 5.37 respectively. 
In Figure 5.36, it is possible to see that 𝑇𝑇𝑚𝑚  corrected (see section 5.1) mainly follows 𝑇𝑇𝑚𝑚 generated by the 
open-loop simulation NSC, excepting the periods in which this last signal is a negative peak and then 


















Figure 5.35:  Comparison of 𝑇𝑇𝑚𝑚 corrected and  𝑇𝑇𝑚𝑚 generated by the closed-loop simulation NSC. The horizontal axis 
















Figure 5.36:  Comparison of 𝑇𝑇𝑚𝑚  generated by the closed-loop simulation NSC and 𝑇𝑇𝑚𝑚 from measurement data. The 
horizontal axis represents the MATLAB-cells in which the data are sampled with a sampling frequency of 2000 Hz. 
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It is relevant to mention that the behavior of the star-delta switches was not used to develop the closed-
loop simulation NSC, as it was planned at the beginning of the thesis (see Chapters 3 and 4), since it 
was found that it was not necessary to include their behavior. 
This last conclusion is confirmed by the fact that, as explained in Appendix 5, during periods of no 
electrical load in the generator, like start-up and stop operation, the closed-loop simulation NSC actually 
generates electrical load (𝑇𝑇𝑚𝑚  corrected needed to fit the dynamic of the V52-SM- detailed information in 
Appendix 5), which does not make sense physically, since both star and delta switches are disconnected 
and no power production is possible. Therefore, we conclude that the star-delta switch strategy is not 
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6. Sensitivity analysis for the upcoming generator    
 
The objective of this chapter is to determine if the method used to implement the open-loop simulation’s 
NSC is transferable to the upcoming generator on the V52-testbench. The behavior of this new generator 
will be integrated in the V52-testbench SIMPACK-model by modifying the generator’s shaft moment of 
inertia in the V52-SM.  
The purpose of the sensitivity analysis will be to identify which parameters to change when adapting the 
controller (NSC) to the new generator that CWD will use in the future. 
Since the type of generator (3.5 MW and diameter 𝐷𝐷) is not decided yet by CWD, it is only possible to 
carry out an estimation of its moment of inertia based on the diameter of the rotor 𝐷𝐷 = 920 𝑛𝑛𝑛𝑛 = 0.920 𝑛𝑛. 
The moment of inertia of the rotor will be calculated as if it was a cylinder rotating about its axis, as 
Equation 6. 3 shows. Considering that the new generator’s shaft will have the same length 𝐿𝐿 and material 
as the current one, the new inertia will be calculated as follows: 
 




�                                                                           Equation 6.1 
                                                             𝑽𝑽𝑻𝑻𝒕𝒕𝑻𝑻𝒓𝒓𝒕𝒕𝑻𝑻𝑻𝑻𝒈𝒈 𝒈𝒈𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝒂𝒂𝒕𝒕𝑺𝑺𝑻𝑻 =   𝝆𝝆𝝅𝝅�𝑭𝑭𝟏𝟏�𝟏𝟏 [m3]                                           Equation 6.2 
where 𝜌𝜌 is density, m is mass, V is the volume, 𝐿𝐿 is the length of the rotor shaft and 𝑟𝑟 is the diameter of 
the existent generator’s rotor. 
 
Considering that, 
𝑰𝑰𝑻𝑻𝒕𝒕𝑻𝑻𝒓𝒓𝒕𝒕𝑻𝑻𝑻𝑻𝒈𝒈 𝒈𝒈𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝒂𝒂𝒕𝒕𝑺𝑺𝑻𝑻 = 𝟑𝟑𝟓𝟓.𝟕𝟕[kgm4];  𝝅𝝅 = 𝟏𝟏.𝟖𝟖 [m]; 𝒎𝒎𝑻𝑻𝒕𝒕𝑻𝑻𝒓𝒓𝒕𝒕𝑻𝑻𝑻𝑻𝒈𝒈 𝒈𝒈𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝒂𝒂𝒕𝒕𝑺𝑺𝑻𝑻 = 𝟏𝟏𝟏𝟏𝟓𝟓𝟏𝟏 [kg];𝑭𝑭 =  𝟏𝟏.𝟑𝟑𝟒𝟒 [m]. 
Substituting the values, 
𝝆𝝆 = 𝟏𝟏𝟏𝟏𝟓𝟓𝟏𝟏
𝝆𝝆𝟏𝟏.𝟖𝟖�𝟏𝟏.𝟑𝟑𝟒𝟒𝟏𝟏 �𝟏𝟏 = 𝟕𝟕𝟔𝟔𝟒𝟒𝟖𝟖.𝟕𝟕𝟑𝟑𝟖𝟖𝟏𝟏  �kgm3�                      
𝐦𝐦𝐧𝐧𝐧𝐧𝐧𝐧 𝐠𝐠𝐧𝐧𝐧𝐧𝐧𝐧𝐠𝐠𝐠𝐠𝐠𝐠𝐠𝐠𝐠𝐠 = 𝛒𝛒𝐕𝐕𝐧𝐧𝐧𝐧𝐧𝐧 𝐠𝐠𝐧𝐧𝐧𝐧𝐧𝐧𝐠𝐠𝐠𝐠𝐠𝐠𝐠𝐠𝐠𝐠 =  𝛒𝛒𝛒𝛒�𝐃𝐃𝟏𝟏�𝟏𝟏 = 𝟕𝟕𝟔𝟔𝟒𝟒𝟖𝟖.𝟕𝟕𝟑𝟑𝟖𝟖𝟏𝟏𝛒𝛒�𝟏𝟏.𝟗𝟗𝟏𝟏𝟏𝟏 �𝟏𝟏  = 𝟓𝟓𝟏𝟏𝟖𝟖𝟒𝟒.𝟓𝟓𝟖𝟖𝟏𝟏𝟖𝟖𝟑𝟑 [kg𝑛𝑛2] 
 
The moment of inertia of a cylinder rotating about its axis is: 
𝑰𝑰𝑻𝑻𝑻𝑻𝒘𝒘 𝒈𝒈𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝒂𝒂𝒕𝒕𝑺𝑺𝑻𝑻 = 𝟏𝟏𝟏𝟏𝒎𝒎𝑻𝑻𝑻𝑻𝒘𝒘 𝒈𝒈𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝒂𝒂𝒕𝒕𝑺𝑺𝑻𝑻 �𝑫𝑫𝟏𝟏�𝟏𝟏 = 𝟏𝟏𝟏𝟏 𝝆𝝆𝑽𝑽𝑻𝑻𝑻𝑻𝒘𝒘 𝒈𝒈𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝒂𝒂𝒕𝒕𝑺𝑺𝑻𝑻 �𝑫𝑫𝟏𝟏�𝟏𝟏 = 𝟏𝟏𝟏𝟏 𝝆𝝆𝝆𝝆�𝑫𝑫𝟏𝟏�𝟏𝟏 𝝅𝝅 �𝑫𝑫𝟏𝟏�𝟏𝟏 = 𝟏𝟏𝟑𝟑𝟏𝟏𝝆𝝆𝝆𝝆𝝅𝝅𝑫𝑫𝟒𝟒    
                                                                                                                                                Equation 6.3 
 
Substituting the values, 
𝑰𝑰𝑻𝑻𝑻𝑻𝒘𝒘 𝒈𝒈𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝑻𝒂𝒂𝒕𝒕𝑺𝑺𝑻𝑻 = 𝟏𝟏𝟑𝟑𝟏𝟏𝟕𝟕𝟔𝟔𝟒𝟒𝟖𝟖.𝟕𝟕𝟑𝟑𝟖𝟖𝟏𝟏𝝆𝝆 𝟏𝟏.𝟖𝟖 𝟏𝟏.𝟗𝟗𝟏𝟏𝟒𝟒 = 𝟗𝟗𝟔𝟔𝟖𝟖.𝟑𝟑𝟏𝟏𝟖𝟖 [kg𝑛𝑛2] 
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The non-controlled response when inputting both 𝑇𝑇𝑚𝑚 and 𝑇𝑇𝑚𝑚 from the measurement data is the following 
(see Figure 6.1): 
 
Figure 6.1:    Results of co-simulation with the new generator with the measurement data. 
The increase of the inertia of the generator has notably reduced the acceleration of the rotor in the V52-
SM (in accordance with the inverse proportionality predicted by Equation 4.1), and therefore the rotational 
speed decreases with respect to the existent generator as well, as seen in Figure 6.2. 
 
 
Figure 6.2:    Comparison of the results of co-simulation with the measurement data obtained with the existent and the 
new generator. 
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The same steps followed to develop the open-loop NSC in Chapter 5 were entirely reproduced by 
changing the SSM that describes the existent generator for the SSM that describes the new generator. 
Following the same procedure as the one mentioned in Chapter 5, the open-loop NSC for the new 
generator was created and simulated, as the figures Figure 5.9 to Figure 5.12 show for the existent 
generator. The equivalent to Figure 5.9 and Figure 5.14 for the new generator is seen in Figure 6.3 and 
Figure 6.4 respectively (Figure 6.3 represents a comparison of the SSM output and the simulated 





















Figure 6.4:   Tuned step response parameters and tuned PID parameters.      
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However, since we get a worse fit-value between the SSM output and the measurement data 
(approximately 71%), this means that the SSM does not reproduce exactly the new generator’s dynamic. 
Because of that, the simulations did not give satisfactory results (see Figure 6.5). 
 
In Figure 6.5, the obtained rotational speed 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠 is very high in comparison with the measured one. 
That happens because the designed SSM for the new generator doesn’t describe exactly the dynamic of 
the V52-SM, but only approximately. Another reason for this deviation in the rotational speed could be 
that the measurement data used to create the new state-space model corresponds to the existent 
generator, and not to the new one. During the thesis, it is supposed that the Simpack model is an LTI 
System (linear-time-invariant system), which means that the internal dynamic of the system (the 
differential equations that describe the model) does not depend on the inputs or the history of the system. 
Because of that, using the measurement data from the existent generator as input should determine the 
global dynamic of the new state-space model for the new generator. Furthermore, we do not have any 




















Figure 6.5:   Comparison of n-simpack and n-measures for the new generator’s open-loop control strategy simulation 
with the modified NSC. 
 
A sensitivity analysis was done to determine the value of the gain block situated before the feedback-
loop (see Figure 5.7–Open loop-block after the input 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠 ) which better fits 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠  with 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 . 
Gain values between 1/1.9 and 1/2.5 (Figure 6.6 and Figure 6.7 respectively) were tested (this range was 
determined after several simulations with different gain values), concluding finally that the value of 1/1.75 
best fits the measurements. Despite this sensitivity analysis, the tendency of 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠 to grow higher 
during the run operation was not corrected. 
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If we now calculate the mean square root error for the results in Figure 6.6 we obtain an error of 0.7290 












Figure 6.6:   Open-loop behavior for the new generator’s control strategy simulation with the modified NSC and a modified 




















Figure 6.7:   Open-loop behavior for the new generator’s control strategy simulation with the modified NSC and a 
modified reference gain value of 1/2.5. 
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The rotational speed fits the measurement data at the beginning, when the measured rotational speed is 
zero, but then it goes very high upon it. For that reason, it is necessary to develop a strategy that can 
correct this error.  
This strategy will be the following: a global state-space model (GSSM) of the open-loop simulation will be 
created. The GGSM will get 𝑇𝑇𝑚𝑚  and 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 as input and will output the rotational speed 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠. The 
GSSM matrices and its response are shown in Figure 6.8 and Figure 6.9.  
Then, as proceeded in Chapter 5, a PID Controller will be tuned with the control loop shown in Figure 6. 
11 to produce the desired rotational speed reference 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚  (see Figure 6.10). The obtained PID action 
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Figure 6.10: Adjusted PID parameters. 
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Figure 6.11: PID tuning scheme. 
The ´´corrected reference 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 ´´ (see Figure 6. 11 and Figure 6.12) is the signal that, when inputted 



















Figure 6.12: Corrected reference 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 (PID action) in comparison with the reference from measurement data. The 
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When inputting the signal ´´corrected reference 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 ´´ as reference, we obtain the rotational speed 
shown in Figure 6.13. 
Looking at Figure 6.13, it is clear that 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠 follows the reference just at the beginning. In a certain 



















Figure 6.13: Results of the open-loop simulation for the new generator with the corrected reference 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚  for a gain 
of 1/1.75.  
 
 
The results in Figure 6.14 were obtained for further measurement data. There is still a tendency of 
𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠 to grow higher than 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 . 
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Figure 6.14: Results for further measurement data with the corrected reference 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚  for a gain of 1/1.75. 
To further improve the results, the same process explained in Figure 6. 11 was followed once again, but 
this time the reference signal used to tune the PID will be the corrected reference 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚  and not 
𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 (see Figure 6.15). If we now use the new corrected reference 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚  (new PID action 
obtained when inputting the corrected reference 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚  as reference signal for the control loop in 





Figure 6.15: PID tuning scheme with the corrected reference as reference. 
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Figure 6.17: Results with the new corrected reference 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚  for a gain of 1/1.75. 
The results in Figure 6.17 are now better than in Figure 6.6 (a mean-square root error of 0.048 rad/s 
is estimated), which is a 93.4% lower than the calculated for the results in Figure 6.6). Nevertheless, 
there is a higher error at the beginning of the run operation and after the stop operation. The error after 
the stop operation points out that the simulated rotational speed will keep growing higher than the 
measured one after the stop operation (see Figure 6.17). The fact that this error between 𝑛𝑛𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑚𝑚𝑠𝑠𝑠𝑠 and 
𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚  exists is not relevant in this case, because we are more interested in estimating the dynamic 
of the generator torque in a global way during the test, and not after it. 
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Once the simulation is relatively successful, it is relevant to look at the difference between the corrected 
generator torques produced by the existent and upcoming generator, so that it is possible to analyze 
which is the effect of an increase of the inertia (new inertia for the new generator). Figure 6.18 shows that 
the torque in the new generator is much higher than the torque in the existent generator during start-up 
and stop (around 50 times higher) and some periods of the run operation (see Figure 6.18), where we 
don’t see any relevant proportionality between both signals. It is then concluded that an increase of the 
inertia provokes also an increase of the torque in the generator in the V52-SM during the start-up and 
stop operation and some periods of the run operation. 
 
 
Figure 6.18: Comparison between the 𝑇𝑇𝑚𝑚 signal obtained with the existent and the upcoming generator. The horizontal 
axis represents the MATLAB-cells in which the data are sampled with a sampling frequency of 2000 Hz. 
 
 
The new generator was not tested in closed-loop because we simply don’t have any measurement data 
of the rotational speed available yet, so there is still no way to compare the real data with the results from 
a closed-loop simulation (we do not know which rotational speed is produced by a rotor torque input 𝑇𝑇𝑚𝑚). 
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7. Development of a control strategy for the step and ramp reference 
ECS-input signal. 
The objective of this chapter is mainly to introduce desired control signals like a step or a ramp (instead 
of the rotational speed measurement data) as the reference for the new simulated controller (NSC) and 
analyze the V52-SM output rotational speed (𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚).  
As input for the torque in the main shaft, the value of 100 kNm was chosen, because in the measurement 
data this torque varies in a range of 0-200 kNm approximately and stays constant during many periods 
in a range of 100-200 kNm. The simulation interface is shown in Figure 7.1. The yellow block corresponds 
to a Signal builder block, used to generate the reference signals. 
Figure 7.1:    Open-loop simulation with a reference input signal. 
 
When inputting a ramp signal that reaches 2.5 rad/s at the time of 50 sec. and then stays constant (as 
shown in the red curve in Figure 7.2) we obtain:  
 
 
Figure 7.2:    Ramp reference and response of the V52-SM with NSC. 





























            20
 
                
   0               40
 
                
             60
 
              80
 
                
            100
 











Chair for Wind Power Drives 
Univ.-Prof. Dr.-Ing. Georg Jacobs 
 
The mean-square root error between reference and output is 0.0075 rad/s. 
 The same process was done with a step input of 2.5 rad/s, obtaining in this case an overshooting of 
almost 100%: 
 
Figure 7.3:    Step reference and response of V52-SM with NSC. 
 
 
To correct this overshooting the following method will be followed: a global state-space model (GSSM) 
of the whole NSC together with the V52-SM was created through the Application Toolbox System 
Identification of Matlab. Then, this model will be integrated in a control feedback loop containing another 
PID controller designed for this GSSM.This GSSM produces the following response (see Figure 7.5) and 















Figure 7.4:    GSSM characteristics. 
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Figure 7.5:    GSSM step response and comparison with the real simulated response. 
 
Once the GSSM is created, the parameters of the PID controller in the control feedback loop will be 
determined. The Application Toolbox PID Tuning will be used to tune a PID controller according to the 
dynamics determined by the GSSM. 
When tuning the PID, it is determined that for response times lower than tr=11.7 sec. the step response 
becomes very oscillating and even unstable. For that reason, this minimum stable response time of 
tr=11.7 sec. was selected. In Figure 7.6  the PID parameters are shown. It is relevant to see that the PID 
















Figure 7.6:    Tuned PI parameters. 
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Figure 7.7 and Figure 7.8 show the whole simulation scheme. In Figure 7.7, the GSSM was represented 
by its state equations, while in Figure 7.8 this block contains the name of the open-loop simulation, which 
is what the GSSM is substituting. 
 
 
Figure 7.7:    Designed control feedback loop with the GSSM. 
 
 
Figure 7.8:    Designed control feedback loop with the NSC+V52-SM as the ‘’plant’’ (GSSM). 
The results of the simulation are shown in Figure 7.9: 
Figure 7.9:    Comparison of the simulated rotational speed with the step, obtained in the simulation in Figure 7.8. 
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We obtain no overshooting in the response and a response time of tr=20 sec, although the controller was 
designed for a tr=11.7, since the GSSM doesn’t reproduce exactly the dynamic of the real model. 
 
Furthermore, the possibility to reduce the high-frequency oscillation of the output rotational speed is 
investigated. For that, a low-pass filter (pass-band frequency= 1Hz, stop-band frequency=2Hz) was 
added after the PI controller, meaning that the controller action (generator torque) is filtered. The new 
control loop and response are shown in Figure 7.10 and Figure 7.11 . 
 
 























Figure 7.11:  Step reference and rotational speed obtained in the simulation in Figure 7.10. 
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If we now try to input a ramp and run the simulation with the PI controller (see Figure 7.10), a delay of 
td=5 sec. with respect to the reference ramp appears (see Figure 7.12), but at least the step response 




















Figure 7.12:  Ramp reference and rotational speed obtained in the simulation in Figure 7.10. 
 
The NSC was tested with different input signals, and a new strategy was developed to adjust the output 
rotational speed to response time of 20 sec. and no overshoot. 
 
Determining the real loads in the generator produced when inputting these reference signals becomes a 
relevant task because in this way, the behavior of the generator can be predicted (for example, the 
electrical current in the stator coils can be calculated by means of the generator torque 𝑇𝑇𝑚𝑚 and the high-
speed shaft rotational speed).  
 
In Figure 7.13 it is possible to see how the torque in the generator changes to produce the desired 
rotational speed reference, which in this case is a step. Particularly, when the rotational speed is zero, a 
torque of about -1600 rad/s is generated. When the step rises, then the torque increases rapidly to reach 
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Figure 7.13:  Te generated by NSC for a rotational speed step reference with the additional control strategy. 
 
The generator torque in Figure 7.13 will be compared with Figure 3.5. For that, we must consider the sign 
of the generator torque in Figure 3.5 as the opposite because, as shown in Figure 5.3, the V52-SM 
requires that for its generator torque input. If we compare these two figures, it is possible to see that when 
the step is zero rad/s, the ESC outputs also a torque of zero Nm. However, the NSC outputs a torque of 
about -1600 Nm.  
When the step changes to 2.5 rad/s, then ESC outputs -600 Nm, and the NSC outputs about 500 Nm.  
After the 2.5 rad /s are reached, the torque in both controllers decreases rapidly, to zero in the ESC, and 
to -1500 in the NSC. The fact that the NSC must produce a constant generator torque (which is different 
from zero) during the periods where the rotational speed is constant or zero, is relevant if we compare it 
with the ESC, because the ESC does not produce any torque during these periods. This shows the great 
difference between the action produced by the NSC and the ECS. This difference lies on the fact that the 
NSC is a controller designed for the V52-SM, while the ESC does not seem to be designed specifically 
for the V52-SM. 
We can see that the torque responses are very different from one another. However, the generator torque 
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8. Conclusion and Outlook 
 
In this chapter, the most relevant results and conclusions achieved during the work of the thesis will be 
summarized. Furthermore, an evaluation of the outlook of the project will be made. 
8.1   Conclusion 
The most important results are: 
 A star-delta switch control strategy was developed (Chapter 3) for its possible use on 
the implementation of the new simulated controller. Although it was not used afterwards 
for the creation of the new simulated controller, this strategy was integrated in the ESC 
(existing simulated controller). 
 A  NSC (new simulated controller) for the open-loop control strategy (Chapter 5) was 
created and tested with different rotational speed references from measurement data, 
obtaining an error of 0.0137 rad/s, 0.0068 rad/s, 0.0857 rad/s and 0.0067 rad/s 
between the measured rotational speed and the Simpack model rotational speed for 
each one of the four simulations done. The NSC was also tested with step and ramp 
references (Chapter 7) by means of the implementation of another PI controller working 
in parallel with the NSC, obtaining in this case a response time of 20 sec. and no 
overshoot for the Simpack rotational speed. The NSC proved in this way to calculate 
with high fidelity the 𝑇𝑇𝑚𝑚 needed to run a realistic open-loop simulation with the V52-SM. 
 The NSC was tested in closed-loop simulation (Chapter 5) and didn’t work well. Because 
of that the NSC was modified by creating a Look-up table with a sliding mean instead of 
the former NSC. Therefore, it is possible to calculate the loads in the generator (𝑇𝑇𝑚𝑚) by 
means of the measurement data input 𝑇𝑇𝑚𝑚, without the rotational speed measurement 
data 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 as a second reference, obtaining an error of 0.0252 rad/s and 0.0270 
rad/s for the two simulations done. 
 Furthermore, the NSC was modified for the upcoming generator in the V52-testbench 
(Chapter 6), and tested in open-loop simulation by changing some of its parameters and 
the value of the moment of inertia in the V52-SM. In this way, it is possible to predict and 
estimate which loads (𝑇𝑇𝑚𝑚) will the new generator produce.  
The fact that 𝑻𝑻𝑻𝑻 (generator torque) can be calculated for rotational speed references and 𝑇𝑇𝑚𝑚 (rotor 
torque) inputs can be useful to predict, by means of co-simulation, how the loads in the real generator 
during the tests in the V52-testbench will be. The open and closed-loop controller created in the 
thesis will also make it possible to run a complete simulation of the V52-Simpack model that 
reproduces the real behavior of the V52-testbench in CWD. 
8.2   Outlook 
The main improvements and research lines that could proceed the results of this work are: 
 Analysis of the 𝑇𝑇𝑚𝑚 signal generated by the NSC in comparison with the measured 𝑇𝑇𝑚𝑚. 
 Correction of the delay that appears when inputting ramp references in the NSC. 
 Further improvements on the closed-loop NSC look-up tables to minimize the error 
and. 
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 The NSC does not take into consideration any pitch angle measurement from the 
V52-SM. An improved simulated controller would also take these measurements into 
consideration, so that the 𝑇𝑇𝑚𝑚 generated by the controller depends on the pitch angle 
as well. In this way, a more realistic simulation of the real operation strategy would be 
achieved. 
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Functions used to implement the dependences on the wind of the generator’s shaft speed, pitch angle, 













DREHZAHL    
function Drehzahl =fcn(v_wind) 
%#codegen 
if ((v_wind >=3)&&(v_wind <=4)) 
     y=900; 
elseif ((v_wind >4)&&(v_wind <=9)) 
     y = 144* v_wind + 324; 
elseif ((v_wind >9)&&(x<=25)) 





HIGH-SPEED SHAFT SPEED 
 
function Drehzahl =fcn(v_wind) 
%#codegen 
if ((v_wind >=3)&&(v_wind <=4)) 
     Drehzahl =900; 
elseif ((v_wind >4)&&(v_wind <=9)) 
     Drehzahl = 144* v_wind + 324; 
elseif ((v_wind >9)&&(x<=25)) 
     Drehzahl =1620; 






function Pitch =fcn(v_wind) 
%#codegen 
if ((v_wind >=3)&&(v_wind <=4)) 
    Pitch =-2* v_wind +7; 
elseif ((v_wind >4)&&(v_wind <=9)) 
    Pitch =-1; 
elseif ((v_wind >9)&&(v_wind <=14)) 
    Pitch =0.272*(v_wind ^2)-6.256* 
v_wind +33.272; 
elseif ((v_wind >14)&&(v_wind <=25)) 
    Pitch =sqrt(abs(64.3236*(v_wind -
14)))-1; 





 ELECTRICAL TORQUE  
 
function Drehmoment = fcn(v_wind) 
%#codegen 
if ((v_wind>=3)&&(v_wind <=4)) 
  Drehmoment =(6902.77* v_wind ^2-
40074.4* v_wind +58098.4)/900; 
elseif ((v_wind >4)&&( v_wind <=9)) 
  Drehmoment =(6902.77* v_wind ^2-
40074.4* v_wind +58098.4)/(144* 
v_wind + 324); 
elseif ((v_wind >9)&&( v_wind <=14)) 
  Drehmoment =(217.949* v_wind ^2-
40074.4* v_wind +58098.4)/1620; 
elseif (v_wind >=14) 
  Drehmoment = 850000/(1620*(pi/30)); 
else  
  Drehmoment =0; 
end 
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function Leistung = fcn(v_wind) 
%#codegen 
if ((v_wind >=3)&&( v_wind <=14)) 
  Leistung =6902.77* v_wind ^2-
40074.4* v_wind +58098.4; 
else if (v_wind >=14)  
  Leistung =850000;  
else  Leistung=0; 










function cp=fcn(Pitch, lambda) 
syms Pitch 
syms lambda 
c1=0.5176; c2=116; c3=0.4; c4=0; 




c1=0.5176; c2=116; c3=0.4; c4=0; 





















c1=0.5176; c2=116; c3=0.4; c4=0; 
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Appendix 2 
 
Construction of the generator characteristics 
The characteristics  𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤)−𝑀𝑀(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) will be built up in the following way: 
Assuming that  𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤)  and  𝑀𝑀(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) , 𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) are respectively the output electrical power, electrical 
torque and high-speed shaft rotational speed, all of them depending on the wind speed 𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤, it is possible 
to find a relation of the type: 
𝑃𝑃 = 𝑟𝑟(𝑀𝑀) = 𝑟𝑟(𝑃𝑃/𝑛𝑛) 
Dividing the behavior in intervals depending on the wind speed:  
 
 3 < 𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 < 4 𝑛𝑛/𝑛𝑛 
𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) = 6902.77𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤2 − 40074.4𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 + 58098.4 [kW] 
𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) = 900 [rpm] 
𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) = 900 𝜋𝜋30𝑀𝑀(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) 
Interval limit values. 
𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 = 3)  = 0   𝑀𝑀(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 = 3)  = 0  [Nm] 




 4 < 𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 < 9 𝑛𝑛/𝑛𝑛 
 
𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) = 6902.77𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤2 − 40074.4𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 + 58098.4 [kW] 
 
𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) = 144 𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 + 324 [rpm] 
𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤  = (𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) − 324)/144) 
𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤)  =  𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤)/𝑀𝑀(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) 
𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤  = ((𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤)𝑀𝑀(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) − 324)/144) 
𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) = 6902.77�𝑃𝑃(𝑣𝑣𝑤𝑤𝑤𝑤𝑤𝑤𝑤𝑤)𝑀𝑀�𝑣𝑣𝑤𝑤𝑤𝑤𝑤𝑤𝑤𝑤�−324144 �2 − 40074.4�𝑃𝑃(𝑣𝑣𝑤𝑤𝑤𝑤𝑤𝑤𝑤𝑤)𝑀𝑀�𝑣𝑣𝑤𝑤𝑤𝑤𝑤𝑤𝑤𝑤�−324144 � + 58098.4 =  𝑐𝑐1 �𝑃𝑃(𝑣𝑣𝑤𝑤𝑤𝑤𝑤𝑤𝑤𝑤)𝑆𝑆(𝑣𝑣𝑤𝑤𝑤𝑤𝑤𝑤𝑤𝑤) − 324�2 + 𝑐𝑐2 �𝑃𝑃(𝑣𝑣𝑤𝑤𝑤𝑤𝑤𝑤𝑤𝑤)
𝑆𝑆(𝑣𝑣𝑤𝑤𝑤𝑤𝑤𝑤𝑤𝑤) − 324� + 𝑐𝑐3  
 
𝐼𝐼𝑟𝑟 𝑦𝑦 = 𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) 𝑛𝑛𝑛𝑛𝑟𝑟 𝑥𝑥 = 𝑀𝑀(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) 𝑛𝑛𝑛𝑛𝑟𝑟 c1 =  0.3329, c2 = −278.2944 and  c3 =  58098.4 
 
Interval limit values. 
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𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 = 4)  = 8245.12   𝑀𝑀(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 = 4)  =  9.16 30𝜋𝜋 = 87.525[Nm]  
𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 = 9)  = 256553.17   𝑀𝑀(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 = 9)  = 158 30𝜋𝜋 = 1512.2865[Nm]   
 
 
 9 < 𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 < 14 𝑛𝑛/𝑛𝑛 
 
𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) = 6902.77𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤2 − 40074.4𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 + 58098.4 [kW] 
 
𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) = 1620 [rpm] 
𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) = 1620 𝜋𝜋30𝑀𝑀(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) 
Intervals limit values. 
𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 = 9)  = 256553.17   𝑀𝑀(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 = 9)  = 1512.2865 [Nm] 
𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 = 14)  = 850000   𝑀𝑀(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 = 14)  = 5010.433[Nm] 
 
 
 14 < 𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 < 25 𝑛𝑛/𝑛𝑛 
𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤)  = 850000 [kW] 
𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) = 1620 [rpm] 
𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) = 1620 𝜋𝜋30𝑀𝑀(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) 
 
 
Interval limit values. 
𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 = 14− 25)  = 850000   𝑀𝑀(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 = 14− 25)  = 5010.433 [Nm] 
 
The characteristic 𝑀𝑀(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤)− 𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) will be built up in the following way: 
 
 
 3 < 𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 < 4 𝑛𝑛/𝑛𝑛 
𝑀𝑀(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) =  𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤)/𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) =  0 − 87.525 
 4 < 𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 < 9 𝑛𝑛/𝑛𝑛 
 
𝑀𝑀(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) =  𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤)/𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) =  𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤)  =  𝑐𝑐1(𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) − 324)2 +  𝑐𝑐2(𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) − 324) + 𝑐𝑐3𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤)  
 
 𝐼𝐼𝑟𝑟 c1 =  0.3329, c2 = −278.2944 and  c3 =  58098.4 
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Interval limit values 
    𝑀𝑀(𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) = 900)  = 9.16 30𝜋𝜋  =  87.525 [Nm]     𝑀𝑀(𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) = 1620)  = 158.378 30𝜋𝜋 = 1512.402 [Nm] 
 9 < 𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 < 14 𝑛𝑛/𝑛𝑛 
 
𝑀𝑀(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) =  𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤)/𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) =  𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤)  =  𝑐𝑐1(𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) − 324)2 +  𝑐𝑐2(𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) − 324)− 𝑐𝑐3𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤)  
𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) = 1620 [rpm] 
Interval limit values. 
𝑀𝑀(𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) = 1620)  = 158.378 30𝜋𝜋 = 1512.402 [Nm] - 5010.43 [Nm] 
 
 
 14 < 𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤 < 25 𝑛𝑛/𝑛𝑛 
𝑃𝑃(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤)  = 850000 [kW] 
𝑛𝑛(𝑣𝑣𝑤𝑤𝑠𝑠𝑇𝑇𝑤𝑤) = 1620 [rpm] 
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The following information was used to develop the star-delta switch strategy. (0), (1), (2) and (3) are found 
in [VES11], VES04, VESEL04, [VES11] respectively. The lines remarked in green correspond to 
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Code needed to run the star-delta switch control strategy.  
Block Connection. 
 
function y = fcn(Leistung,gen_speed) 
%#codegen 
P_max_star= 4.5e5; %W; 
rpm_min_delta=1200; %rpm; 
if ((Leistung < P_max_star))  
    y=0; %star 
elseif ((gen_speed > rpm_min_delta))  
    y=1; %delta 
else    
    y=2; %terminate 
 
Block Case Star-Delta Switch Subsystem. 
 





    if isempty(i) 
        i = 0; 
    end 
  
     
if ((mod(clock,30)==0)&&(Leistung~=0))  
    if ((Leistung>=3e5)) 
          i=1  
    else  i=0 
        





if ((i==1)|| (Speed_rate==1)) 
    y=1 %star-delta 
    disp('star-delta') 
  
else y=0  






Block Case Delta-Star Switch Subsystem. 
 




    if isempty(i) 
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        i = 0; 
    end 
  
if ((mod(clock,15)==0)&& (Leistung~=0))  
    if (Leistung<=1e5) 
          i=1  
    else  i=0 %%i=0 means that it is not going to be switching at this execution 
 






    y=1 ; %delta-star 
    disp('delta-star') 
  
else  
    y=0 ; %terminate 
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Appendix 4 
 
TREATMENT AND ANALYSIS OF THE MEASUREMENT DATA 
 
20180830_170000_173000 
(Measurement data from the test made on 30-08-2018, from 17:00 to 17:30 h.) 
 
woelfel_signals{1,10}(1,3)=0;% es fängt eine Minute später als der Schalter 
  
for i=2:3600000  
     woelfel_signals{1,10}(i,3)= woelfel_signals{1,10}(i-1,3)+(1/2000); 
end 
  
for j=1:3600000  
     woelfel_signals{1,10}(j,4)=-4; 
end 
for m=2:3600000  




for n=2:3600000  
     woelfel_signals{1,11}(n,2)= woelfel_signals{1,11}(n-1,2)+(1/2000); 
end 
for n=2:3600000  
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%% mit den Definitionen aus: https://www.elektronik-
kompendium.de/sites/grd/1006061.htm 























        U_eff_1(ii:ii+f-1)=rms(U(1,ii:ii+f-1)); 
        U_eff_2(ii:ii+f-1)=rms(U(2,ii:ii+f-1)); 
        U_eff_3(ii:ii+f-1)=rms(U(3,ii:ii+f-1)); 
        I_eff_1(ii:ii+f-1)=rms(I(1,ii:ii+f-1)); 
        I_eff_2(ii:ii+f-1)=rms(I(2,ii:ii+f-1)); 
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    if (Drehzahl(i,1)~=0) 




    else 
    Drehmoment_generator(i,1)=0; 
  
    end 
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plot(Time_Drehzahl,J_Inertia_filtered/100); ylim([0 100]); hold on; 
plot(Time_Drehzahl,Drehzahl_rotor_generator_filtered/10); 
hold on;  plot(Time_Schalter_K501, Prozent_Schalter_K501*2); 
hold on;  plot(Time_Schalter_K502, Prozent_Schalter_K502*1.7); 
hold on; plot(Time_Drehzahl,Drehmoment_generator_filtered*15); 
hold on; plot(Time_Drehzahl,Drehmoment_abtriebswelle_filtered*15); 
hold on; plot(Time_Drehzahl,P_el_filtered(:,1)/5); 
figure;  
plot(Time_Drehzahl, difference_filtered); hold on; 
plot(Time_Drehzahl,acel_filtered_corrected*100) 
 
Graphic in Figure 4.1 
 
plot(Time_Drehzahl,Drehmoment_abtriebswelle_filtered);  
hold on; plot(Time_Drehzahl,Drehmoment_generator_filtered);  
hold on; plot(Time_Schalter_K501, Prozent_Schalter_K501/100);  
hold on; plot(Time_Drehzahl,Drehzahl*100*pi/30); 
hold on; plot(Time_Drehzahl,Drehzahl_rotor_generator_filtered/100); 
hold on; plot(t_acel, acel_filtered*10);  
legend('Drehmoment-abtriebswelle-filtered','Drehmoment-generator-
filtered[kNm]','K_Schaler/10','n_xrotor[rpm]','acel') 
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figure;  
hold on; plot(Time_Drehzahl,Drehzahl_filtered*10*pi/30); 
hold on;  plot(Time_Schalter_K501, Prozent_Schalter_K501*2.3/10); 
hold on;  plot(Time_Schalter_K502, Prozent_Schalter_K502*2.3/10); 
  
hold on; plot(Time_Drehzahl,Drehmoment_abtriebswelle_filtered*10); 
hold on; plot(Time_Drehzahl,P_el_filtered(:,1)/10); 
 
Co-simulation with measurement data 20180830_170000_173000 
 
% written by Brian Rieckhoff,until %%% 
 
 







    Time_Simulink(i-1660001,1)=Time_Drehzahl(i,1)-8.300004999838291e+02; 
end 
for i=1660002:2.75e6 
    Drehmoment_generator_Simulink(i-1660001,1)=Drehmoment_generator(i,1); 
     
end 
for i=1660002:2.75e6 
    Drehmoment_Simulink(i-1660001,1)=Drehmoment(i,1); 
     
end 
for i=1660002:2.75e6 
    Drehzahl_Simulink(i-1660001,1)=Drehzahl_filtered(i,1); 
end 
for i=1660002:2.75e6 






(Measurement data from the test made on 30-08-2018, from 15:30 to 16:00 h.) 
 
woelfel_signals{1,10}(1,3)=4800;% es fängt eine Minute später als der Schalter. 
  
for i=2:4800000 




     woelfel_signals{1,10}(j,4)=-4; 
end 
for m=2:4800000 
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     woelfel_signals{1,11}(n,2)= woelfel_signals{1,11}(n-1,2)+(1/2000); 
end 
for n=1:4800000 



































%% mit den Definitionen aus: https://www.elektronik-
kompendium.de/sites/grd/1006061.htm 
%first load signal-.mat-files 
% Spannungen 
%Strangspannung 
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        U_eff_1(ii:ii+f-1)=rms(U(1,ii:ii+f-1)); 
        U_eff_2(ii:ii+f-1)=rms(U(2,ii:ii+f-1)); 
        U_eff_3(ii:ii+f-1)=rms(U(3,ii:ii+f-1)); 
        I_eff_1(ii:ii+f-1)=rms(I(1,ii:ii+f-1)); 
        I_eff_2(ii:ii+f-1)=rms(I(2,ii:ii+f-1)); 





























    if (Drehzahl(i,1)~=0) 




    else 
    Drehmoment_generator(i,1)=0; 
  
    end 
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Co-simulation with measurement data 20180830_170000_173000 
% written by Brian Rieckhoff,until %%% 








    Time_Simulink(i-1619419,1)=Time_Drehzahl(i,1)-5.609709500164960e+03; 
end 
for i=1619420:1833578 
    Drehmoment_generator_Simulink(i-
1619419,1)=Drehmoment_generator_filtered(i,1); 
     
end 
for i=1619420:1833578 
    Drehmoment_Simulink(i-1619419,1)=Drehmoment_filtered(i,1); 
     
end 
for i=1619420:1833578 
    Drehzahl_Simulink(i-1619419,1)=Drehzahl_filtered(i,1); 
end 
for i=1619420:1833578 
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Appendix 5 
 
To create the start-up & run and stop operation look-up tables, Appendix 5.Figure 1 and Appendix 
5.Figure 2 were used respectively. In this figures, 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 and two torques, 𝑇𝑇𝑚𝑚  from measurement data 
and 𝑇𝑇𝑚𝑚 corrected (generated by the open-loop simulation NSC- see Chapter 5), are shown. It is relevant 
to mention that the look-up table was done using 𝑇𝑇𝑚𝑚 corrected, and not 𝑇𝑇𝑚𝑚  from measurement data, 
because 𝑇𝑇𝑚𝑚 corrected is the input variable that fits the dynamic of the V52-SM, as explained in Chapter 
5.  
Looking at Appendix 5. Figure 1 and Appendix 5. Figure 2, it is possible to see that while 𝑇𝑇𝑚𝑚  from 
measurement data is zero during the start-up and stop operation, 𝑇𝑇𝑚𝑚 corrected grows negative or positive 
respectively, and during run operation it is observed that 𝑇𝑇𝑚𝑚 corrected is lower than 𝑇𝑇𝑚𝑚  from measurement 
data. These effects proved to be very significant in the simulation and were considered in the designed 
look-up tables. For that reason, we can say that the design of the open-loop simulation NSC determined 
considerably the design of the closed-loop simulation NSC. In other words, the PID-action generated by 
the open-loop simulation NSC is tried to be reproduced by the closed-loop simulation NSC. 
To create the start-up and stop operation look-up tables, values from 𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚  and its correspondent 𝑇𝑇𝑚𝑚 
corrected were collected (a sample rate was not necessary assumed). However, building the look-up 
table for the run operation proved to be a more difficult task, since in a look-up table it is not permitted to 
assign two different values of 𝑇𝑇𝑚𝑚 corrected to a single  𝑛𝑛𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚  point. Therefore, and since during the 
run operation the rotational speed is almost constant, just three significant points were selected and 
included in the look-up table, expecting that they would describe this quasi-static regime. The election of 
these points turned out to be successful at the end, since the simulated rotational speed fitted the 
measurement data. 
 
Appendix 5.Figure 1:  Plot used to build start-up & run operation look-up table (𝑇𝑇𝑚𝑚 from measurement data was filtered).The 
horizontal axis represents the MATLAB-cells in which the data are sampled with a sampling frequency of 2000 Hz. 
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Appendix 5.Figure 2:  The horizontal axis represents the MATLAB-cells in which the data are sampled with a sampling 
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